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4 November 2014 

 

 

 

To: Members of the Woollahra Local Traffic Committee 

 

 

 

 

 

 

 

cc: The Mayor,  

 All Councillors 

 

 

 

 

Dear Sir/Madam 

 

 

Woollahra Local Traffic Committee Meeting – 4 November 2014 

Meeting No 10/14 

 

 

In accordance with the provisions of the Local Government Act 1993, I request your 

attendance at a Meeting of the Council’s Local Traffic Committee to be held in the 

Thornton Room, Council Chambers, Double Bay, on 4 November 2014, at 

10.00am. 

 

 

 

 
 

 

 

Cathy Edwards-Davis 

Manager – Engineering Services 
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Item No: Y2 Traffic Matters on Local Roads – Recommendation to C&E for 
Consideration 

Subject: Cross Street, Knox Street, and Transvaal Avenue, Double Bay – 
Parking Restrictions 

Author: Stephen Calderon – Traffic and Transport Engineer 
File No: T121, 269, T456 
Reason for Report: To change the existing 1 Hour Ticket Parking in Cross Street, Knox Street, 

and Transvaal Avenue, Double Bay to 2 Hour Ticket Parking  
 

Recommendation: 

 
That the existing ‘1P Ticket 9am - 6pm Monday to Saturday’ and ‘1P Ticket 3pm – 6pm Monday to 
Saturday’ in Cross Street, Knox Street, and Transvaal Avenue, Double Bay be changed to ‘2P 
Ticket 9am - 6pm Monday to Saturday’ and ‘2P Ticket 3pm – 6pm Monday to Saturday’. 
 
 
 
Background: 
 
Council has received a request from the Double Bay Chamber of Commerce to change the existing 
1 Hour Ticket Parking to 2 Hour Ticket Parking in Cross Street, Knox Street and Transvaal Avenue, 
Double Bay.  Consultation has been undertaken seeking the views of Double Bay retailers. 
 
 
Discussion: 
 
The on-street parking within Cross Street, Knox Street and Transvaal Avenue is signposted as ‘1P 
Ticket 9am - 6pm Monday to Saturday’ and some sections associated with loading zones are 
signposted as ‘1P Ticket 3pm – 6pm Monday to Saturday’. The Double Bay Chamber of Commerce 
has requested that all of this parking be changed to a 2 hour restriction. 
 
The proposed increase in permitted parking duration will allow customers to park for a longer 
period of time.  This will be of particular benefit to those retailers who provide services that take a 
longer time to deliver.  For example, restaurants, cafes and fashion shops. 
 
However the proposed increase is expected to result in higher parking occupancy rates, due to a 
reduction in parking turnover and may mean that customers find it more difficult to find a parking 
space. Retailers who provide services that take a shorter time to deliver, such as newsagents, 
drycleaners, banks and takeaway coffee shops are not expected to benefit from the proposed 
extension.  
 
The nearby Cross Street car park (396 spaces) and Cosmopolitan Centre car park (78 spaces) will 
both continue to offer one hour free public parking. 
 
A consultation letter containing the above information was delivered to approximately 130 Double 
Bay retailers located in Cross Street, Knox Street, Knox Lane and Transvaal Avenue. At the time of 
writing this report a total of 9 responses were received, all were in favour of the proposed changes. 
The closing date for submissions is Friday 31 October 2014. Any additional responses that are 
received prior to the closing date will be tabled at the meeting. 
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Conclusion: 
 
The Double Bay Chamber of Commerce has requested that the existing 1 Hour Ticket Parking in 
Cross Street, Knox Street and Transvaal Avenue, Double Bay be changed to 2 Hour Ticket 
Parking.  Consultation undertaken by Council seeking the views of Double Bay retailers revealed 
that there is general support for the changes and as such it is recommended that the changes be 
implemented.  
 
 
 
Identification of Income & Expenditure:  
 
Council’s Block Grant for Traffic Facilities for signage and linemarking. 
 
 

 
Annexures: 
 
Nil 
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Item No: Y3 Traffic Matters on Local Roads – Recommendation to C&E for 
Consideration 

Subject: Old South Head Road, Watsons Bay – Traffic Conditions 
Author: Stephen Calderon – Traffic and Transport Engineer 
File No: T338 
Reason for Report: To improve traffic conditions for drivers at the horizontal curves in the 

roadway of Old South Head Road, Watsons Bay through the provision of 
additional warning signs and line marking.  
 

 

Recommendation: 

That  
 
A. E1 edge line be installed on both sides of Old South Head Road between Myall Avenue and 

Roberston Place, providing travel lanes 3.5 metres wide and parking lanes at least 2.9 metres 
wide. 
 

B. Retro-reflective raised pavement markers (RRPMs) be installed to complement the E1 edge 
line at 12 metre marker spacing in accordance with the RTA Delineation Guidelines Section 
15 – Raised Pavement Markers - Figure 15.11.   
 

C. A ‘Curve’ warning sign (W1-3(L)) be installed adjacent to No. 246 Old South Head Road for 
northwest bound drivers.   

 
D. A ‘Reverse Curve’ warning sign (W1-4(L)) be installed adjacent to No. 266 Old South Head 

Road for northwest bound drivers.   
 

E. The existing ‘Children Crossing’ (W6-3) warning sign and supplementary ‘School’ (W8-14) 
sign located in Old South Head, near Russel Street, be removed. 

 
F. The above recommendations be subject to consultation with the owners/occupiers of Old 

South Head Road between Myall Avenue and Robertson Place. 
 

 
 
Background: 
 
Correspondence has been received from a resident of Old South Head Road, Watsons Bay, 
requesting that Council investigate Old South Head Road in the vicinity of Bell Street, with 
particularly regard to the horizontal curves in the roadway and the numerous motor vehicle 
accidents that have occurred in the area in recent time.   
 
Old South Head Road contains a number of substandard horizontal curves between Belah Avenue 
and Salisbury Street. This section of roadway is generally 12.8 metres wide however the width does 
vary and exceeds 17 metres at Bell Street. Drivers are guided through this section of roadway by 
dividing (barrier) lines and retro-reflective raised pavement markers (RRPMs). A reverse curve 
warning sign (W1-4(L)) exists south of Salisbury Street and a curve warning sign (W1-3(R)) exists 
west of Derby Street, both providing guidance to drivers travelling southeast (uphill). No warning 
signs exist to provide assistance to drivers in approaching and negotiating the curves in the roadway 
travelling northwest (downhill). 
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A review of the most recent 5 year period of available accident data (2008 – 2012) reveals that a 
total of 8 off path, on straight (2 x RUM code 70 – 75) and off path, on curve or turning type 
accidents (6 x RUM code 80 – 89) have occurred along this section of Old South Head Road 
(annexure 1). These types of accidents generally involve vehicles that have lost control and collided 
with a parked vehicle or other object off the roadway. The resident who requested this investigation 
also stated that he has observed 4 of these types of accident in Old South Head in the course of this 
year. 
 
 
Proposal: 
 
Given the significant accident history in Old South Head Road in the vicinity of Bell Street, 
consideration has been given to a number of treatments designed to better assist drivers in 
approaching and negotiating this section of roadway successfully. 
 

1. Longitudinal Markings 
 
A length of E1 edge line should be installed on both sides of Old South Head Road between Myall 
Avenue and Roberston Place to make driving safer and more comfortable, particularly at night, 
through the provision a continuous guide for the driver. Travel lanes of 3.5 metres in width are 
recommended in both directions and parking lanes of at least 2.9 metres in width, based on a 
minimum road width of 12.8 metres. The width of the parking lane will increase where the road 
width exceeds 12.8 metres. 
 
These widths have been proposed in consideration of State Transit services that utilise this section 
of Old South Head Road and the proposed lane dimensions are consistent with the minimum 
requirements of State Transit’s Bus Infrastructure Guide – Issue 2. 
 
The proposal is consistent with the requirements of the RTA Delineation Guidelines Section 4 – 
Longitudinal Markings, section 4.7.5.5 which states that ‘sections of edge line may be desirable 
where special conditions apply. These include: 
 

(a) Frequent horizontal and/or vertical curves. 
(b) Substandard curves. 
(c) Accident record indicates the need. 
(d) Heavy night traffic or tourist traffic.’ 

   
It is also recommended that RRPMs be used to complement the proposed edge line and that they be 
installed at 12 metre marker spacing in accordance with the RTA Delineation Guidelines Section 15 
– Raised Pavement Markers - Figure 15.11.  
 

2. Warning Signs 
 

As discussed above, a ‘Reverse Curve’ warning sign and a ‘Curve’ warning sign currently exist in 
this section of Old South Head Road, providing guidance to drivers travelling southeast (uphill). 
The existing location of both of these signs is considered adequate however the ‘Reverse Curve’ 
warning sign south of Salisbury Street is faded and will be replaced with a new sign.   
 
As no curve warning signs exist for drivers travelling northwest, it is considered reasonable to 
install two additional warning signs mirroring those for southeast bound drivers. A ‘Curve’ warning 
sign (W1-3(L)) should be installed adjacent to No. 246 Old South Head Road and a ‘Reverse 
Curve’ warning sign (W1-4(L)) adjacent to No.266 Old South Head Road.  
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A faded ‘Children Crossing’ (W6-3) warning sign and supplementary ‘School’ (W8-14) sign 
currently exist near Russel Street, for drivers travelling southeast. No school exists near that 
location and as such it is recommended that these signs be removed. A ‘Children Crossing’ (W6-3) 
warning sign was recently installed by Council in the same vicinity at the request of the St Peter’s 
Anglican Church Watsons Bay, to advise drivers of the possibility of pedestrians crossing the road 
to attend the church and it is considered adequate to retain only this sign.    
 
A summary of these proposed sign locations is detailed in annexure 2. 
 
 
Conclusion: 
 
A number of substandard horizontal curves exist in Old South Head Road, Watsons Bay between 
Belah Avenue and Salisbury Street. Between 2008 and 2012 a total of 8 accidents have been 
recorded involving vehicles that have lost control and collided with a parked vehicle or other object 
off the roadway along this section. To better assist drivers in approaching and negotiating this 
section of roadway successfully, the proposal to install edge line complemented by retro-reflective 
raised pavement markers (RRPMs) and additional curve warning signs should be undertaken. 
 
 
 
Identification of Income & Expenditure:  
 
Council’s Block Grant for Traffic Facilities for signage and linemarking. 
 
 
Annexures: 
  
1. Old South Head Road, Watsons Bay – Accident Diagram 
2. Old South Head Road, Watsons Bay – Signage Plan 
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ANNEXURE 2

OLD SOUTH HEAD ROAD, WATSONS BAY

SIGNAGE PLAN

Remove existing faded curve

(W1-4(L)) warning sign and

stem and attach new curve

(W1-4(L)) warning sign to ELP

M000029 for southeast bound

drivers.

On power pole M000136 attach

(W1-3(L)) warning sign for

northwest bound drivers.

No. 246

On power pole M000147 attach

(W1-4(L)) warning sign for

northwest bound drivers.

No. 266

Retain existing curve

(W1-3(R)) warning sign for

southeast bound drivers.

Remove existing 'Children

Crossing' (W6-3) warning sign

and supplementary 'School'

(W8-14) sign.
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Item No: Y4 Traffic Matters on Local Roads – Recommendation to C&E for 
Consideration 

Subject: Moncur Street, Woollahra – Pedestrian Refuge 
Author: Stephen Calderon – Traffic and Transport Engineer 
File No: T317 
Reason for Report: To replace an existing pedestrian refuge that will improve conditions for 

pedestrians with reference to Austroads 2013, Australian Standards and 
RMS Australian Standard Supplements .  

 

Recommendation: 

 
A. That the existing pedestrian refuge located in Moncur Street, Woollahra, north of Morrell 

Street, be reconstructed in accordance with Austroads Guide to Traffic Management – Part 6, 
Australian Standard 1742.10 and RMS Australian Standard Supplements, including the 
following actions: 
 
i. The existing refuge island be removed and reconstructed approximately 20 metres south 

in accordance with the above guidelines and the attached concept plan (annexure 2) and 
that funding for this work be considered as part of the annual Traffic Capital Works 
review process. 

ii. A ‘Pedestrian’ (W6-1) warning sign and supplementary ‘Refuge Island’ (W8-25)  sign 
be installed in Moncur Street approximately 95 metres in advance of the refuge island 
for northbound motorists. 

iii. A ‘Pedestrian’ (W6-1) warning sign and supplementary ‘Refuge Island’ (W8-25)  sign 
be installed in Moncur Street approximately 80 metres in advance of the refuge island 
for southbound motorists. 

iv. A ‘Pedestrian’ (W6-1) warning sign and supplementary ‘Refuge Island’ (W8-25) sign 
be installed in Jersey Road approximately 95 metres in advance of the refuge island for 
southbound motorists. 

v. ‘No Stopping’ be installed on the western side of Moncur Street, beginning immediately 
south of Brittania Lane and extending to a point approximately 13.2 metres north. 

vi. The existing ‘Bus Zone’ on the western side of Moncur Street, between Jersey Road and 
Morrell Street, be shortened by 1.6 metres at its southern end. 

vii. The existing ‘No Stopping’ on the eastern side of Moncur Street, immediately south of 
Morrell Street, be extended by 3.2 metres to the southern end of the vehicular crossing 
of No. 93 Moncur Street. 

viii. Linemarking be provided on both approaches to the refuge island in accordance with 
RMS TDT 2011/01a, including a splayed approach marking with painted median and 
raised pavement markers at 6 metre spacing, preceded by a double barrier (BB) line 
extending for 30 metres. 

ix. A length of approximately 15 metres of E1 edgeline be implemented on the approach to 
the kerb extension on the eastern side of Moncur Street, to provide delineation for 
southbound motorists. 

x. A length of approximately 115 metres of E1 edgeline be implemented on the approach 
to the kerb extension on the western side of Moncur Street, to provide delineation for 
northbound motorists. 

xi. Consultation be undertaken with the owners/occupiers of No. 109a Jersey Road and No. 
90, 91, 93 and 95 Moncur Street and a notice placed on site with regard to the proposed 
changes. 
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Background: 
 
The existing pedestrian refuge island located on Moncur Street, Woollahra, north of Morrell Street 
is non-compliant with regard to Austroads Guide to Traffic Management – Part 6, Australian 
Standard 1742.10 and RMS Australian Standard Supplements. Deficiencies in the existing 
pedestrian refuge island include: 
 

1. Its location within a ‘Bus Zone’ preventing the necessary associated ‘No Stopping’ 
restrictions from being provided on the western side of Moncur Street. 

2. Existence of four on-street car parking spaces, two located on each side of Moncur Street on 
the approaches to the existing refuge island, which are located within the minimum 
requirement of 20 metres of ‘No Stopping’ restrictions on the approach to a pedestrian 
refuge (AS 1742.10 – Figure 7 Pedestrian Refuge).  

3. The dimensions and form of the refuge island, including its construction in mountable kerb 
and 1.2 metre width are not in accordance with these specifications.  

 
The lack of ‘No Stopping’ restriction on the western side of Moncur Street results in diminished 
sight distance when a bus is stopped within the ‘Bus Zone’, creating an increased level of risk for 
pedestrians using the crossing.   
 
The kerb space immediately south of this ‘Bus Zone’ has no sign posted restriction and is generally 
utilised by two vehicles for parking at all times of the day and night. These two on-street car 
parking spaces are of concern given that they are located within the minimum requirement of 20 
metres of ‘No Stopping’ on the approach to a refuge island, further reducing the sight distance 
available to motorists and pedestrians at this crossing. This is also the case for the eastern side of 
Moncur Street, where two on-street unrestricted car parking spaces are also located within the 
minimum requirement of ‘No Stopping’ on the approach to the refuge island. 
 
AS 1742.10 requires a minimum refuge island width of 2 metres, the existing 1.2 metre wide refuge 
island creates an unsafe environment for pedestrians to stand within prior to undertaking the second 
stage of the crossing, particularly those pushing a stroller. Parents pushing strollers utilising the 
existing pedestrian refuge on their way to and from the Holdsworth Street Community Centre have 
been regularly observed unable to stand completely within the refuge island due to its limited width. 
 
 
Proposal: 
 
In order for this pedestrian facility to meet current requirements and provide an improved level of 
safety and convenience for all users, it is considered necessary to completely remove the existing 
refuge island and the associated kerb ramps. Construction of a new refuge island is proposed at a 
point approximately 20 metres south of the existing refuge island, which is considered to be within 
the desire line of the pedestrians that utilise this crossing, particularly those that utilise the bus stop 
and visit Holdsworth Street Community Centre. 
 
As part of the investigation of this proposal, pedestrian counts were undertaken during three 
separate one hour periods on a weekday, as detailed below. The normal numerical warrant for a 
pedestrian (zebra) crossing was not met, nor was the special warrant or reduced warrant for 
children, the aged or physically impaired pedestrians. As such, the provision of a pedestrian (zebra) 
crossing is not supported. The counts do however highlight the need to undertake remedial works at 
this pedestrian facility based on the significant numbers of pedestrians who do utilise it. 
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Time Northbound and 
Southbound 

Vehicles 

Total 
Pedestrians 

Pedestrians Breakdown 
School 

Children 
Aged and 
Physically 
Impaired 

Other 
pedestrians 

8.00am- 
9.00am 

1,315 54 8 2 44 

11.30am-
12.30pm 

446 34 0 5 29 

2.45pm-
3.45pm 

1,034 32 8 0 24 

 
The proposed relocation and reconstruction of the pedestrian refuge and associated kerb extensions 
will provide the following benefits: 
 

1. Provide significant improvements in user safety by ensuring that the required minimum 
sight distance between approaching drivers and pedestrians about to use the refuge is 
adequate, through the implementation of appropriate lengths of ‘No Stopping’ (in 
accordance with RMS TDT 2011/01a). 

2. Reduce the length of each stage of the crossing for pedestrians from the existing 5.9 metres 
to 3.5 metres. This reduction in crossing length generates increased crossing opportunities 
and is particularly beneficial for elderly and less mobile pedestrians, as the time that they are 
exposed to moving vehicles is significantly reduced. 

3. Ensure that pedestrians, particularly those pushing a stroller, are provided with a sufficiently 
sized refuge island area (2 metres x 3 metres) to stand within prior to undertaking the second 
stage of the crossing.  

4. Has no negative effect on existing State Transit bus services. The proposal does include a 
minor shortening of the existing ‘Bus Zone’ located on the western side of Moncur Street, 
south of Jersey Road, from 34.6 metres to 33 metres however the length of the ‘Bus Zone’ 
will still meet the minimum requirements of State Transit’s Bus Infrastructure Guide – Issue 
2. It should also be noted that the proposed reduction in the travel lane widths at the refuge 
island to 3.5 metres also meets the minimum requirements of State Transit’s guide.  

5. Improve traffic flow on Moncur Street by permitting the passage of northbound vehicles 
adjacent to the bus stop when a bus is stationary. At present, the existing refuge island 
located within the 'Bus Zone' generally requires all northbound vehicles to stop when a bus 
is stationary within the 'Bus Zone' due to insufficient lane width.  

6. Significantly improve sight distance to the north for motorists exiting the properties of No. 
91 and 93 Moncur Street and the four apartments located at No. 109a Jersey Road.  

7. Improve illumination of the refuge island as a light source exists directly above the location 
of the proposed refuge island. Should the relocation of the refuge island be supported and 
approved, the night time illumination levels will be measured in accordance with AS/NZS 
1158.4 and remedied as required as part of a separate lighting audit project. 

 
The only identified disadvantage associated with the proposal is the loss of on-street parking. One 
parking space is proposed to be removed from the western side of Moncur Street, adjacent to No. 
109A Jersey Road and a loss of 3.2m of unrestricted parking adjacent to No. 93. The 3.2 metres of 
road space adjacent to No 93 has been observed with vehicles parked in it however these vehicles 
generally overhang the space within the adjacent ‘No Stopping’ zone and across the driveway of 
No. 93. Australian Standard 2890.5 has a minimum requirement of 5.4 metres in length for one on-
street car parking space and the 3.2 metres of road space in question is well short of that 
requirement.  
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It should be noted that extensive consideration was given to maintaining as much on-street car 
parking as possible. This is achieved in the proposal through the provision of kerb extensions, 
which greatly reduce the minimum requirement of ‘No Stopping’ and also by locating the refuge 
island close to Morrell Street, allowing the ‘No Stopping’ requirement on the eastern side of 
Moncur Street to be met by statutory ‘No Stopping’ restrictions that already exist at the intersection.  
 
On-site discussions have been undertaken with the owners of No. 91and 95 Moncur Street and No. 
1/109a Jersey Road. The owners of No. 95 Moncur Street and 1/109a Jersey Road were involved in 
lengthy discussions with Council officers on-site and were generally supportive of the proposal. 
Minimising the loss of on-street car parking was raised as a key issue and this has been addressed as 
discussed above, with only one legal car space proposed for removal. Beautification of the street 
through the provision of landscaped kerb extensions was also raised as a desirable outcome and this 
too has been included in the proposal.  
 
During the course of the year correspondence has been received from local residents, MP 
Greenwich, the Paddington Society, Goodwin Village and Councillors with regard to pedestrian 
safety at this location and/or within the general vicinity of this location. As such, this proposal is 
expected to receive general community support. 
 
Conclusion: 
 
The existing pedestrian refuge island located on Moncur Street, Woollahra, north of Morrell Street 
is non-compliant with regard to Austroads Guide to Traffic Management – Part 6, Australian 
Standard 1742.10 and RMS Australian Standard Supplements. The existing ‘No Stopping’ 
restrictions associated with the refuge island do not meet the minimum requirements of AS 1742.10 
nor does the refuge island dimensions and form. This creates a situation where pedestrians and 
motorists using the crossing have reduced sight distance and creates an unsafe environment for 
pedestrians to stand within prior to undertaking the second stage of the crossing, particularly those 
pushing an infant in a stroller. 
 
The refuge island should be reconstructed at a point approximately 20 metres south of its current 
position in accordance with the above specifications, as detailed on the attached concept plan 
(annexure 2).    
 
 
Identification of Income & Expenditure:  
 
1. Council’s Block Grant for Traffic Facilities for signage and linemarking. 
2. Future Traffic Capital Works Program for reconstruction of refuge island and kerb ramps as 

required. 
 
 
Annexures: 
  
1. Plan – Moncur Street, Woollahra – Pedestrian Refuge, Existing Situation 
2. Plan – Moncur Street, Woollahra – Pedestrian Refuge, Proposed Situation 
3. AS 1742.10 – Figure 7 Pedestrian Refuge 
4. RMS TDT 2011/01a – Figure 2 Pedestrian Refuge Island 
 
 
  

20



M

O

N

C

U

R

J

E

R

S

E

Y

 

R

O

A

D

M

O

R

R

E

L

L

 
S

T

R

E

E

T

MONCUR

RESERVE

HOLDSWORTH

STREET

COMMUNITY

CENTRE

B

R

I
T

T

A

N

I
A

 
L

A

N

E

No. 109A

No. 95

S

T

R

E

E

T

No. 93

No. 101

No. 90

No. 91

N

ANNEXURE 1

MONCUR STREET, WOOLLAHRA

PEDESTRIAN REFUGE

EXISTING SITUATION

6

.
5

Street tree

Bus shelter

5

.
9

RESIDENT

PARKING

SCHEME

1

.
2

3

Street tree

3

.
2

1

2

.
2

3

4

.
6

1

2

21



M

O

N

C

U

R

J

E

R

S

E

Y

 

R

O

A

D

M

O

R

R

E

L

L

 
S

T

R

E

E

T

MONCUR

RESERVE

HOLDSWORTH

STREET

COMMUNITY

CENTRE

B

R

I
T

T

A

N

I
A

 
L

A

N

E

No. 109A

No. 95

S

T

R

E

E

T

No. 93

Retain 2 existing

on-street car

parking spaces

Remove existing refuge

island and associated

kerb ramps

No. 101

No. 90

 Kerb extensions to be

constructed with

barrier kerb and

contain low level

landscaping.

No. 91

N

ANNEXURE 2

MONCUR STREET, WOOLLAHRA

PROPOSED RELOCATION OF

PEDESTRIAN REFUGE

3

.
5

3

.
5

7

.
5

2

.
5

2

4

.
9

3

1

.
6

2

6

.
5

6

.
5

Retain street tree

Provide E1 edgeline (approx. 115

metres) on approach to kerb extension

Provide E1 edgeline

(approx. 15 metres) on

approach to kerb

extension

RESIDENT

PARKING

SCHEME

5

.
4

1

2

22



 25 AS 1742.10—2009 

 

www.standards.org.au   Standards Australia 

 

NOTES:  
1 Island kerbs may be painted white. 
2 If a refuge is used in conjunction with a marked-crossing, the spacing between the islands shall be 

increased accordingly. 
3 Length of splayed approach marking should be increased or other delineation devices considered if 

visibility to the island is reduced by vertical or horizontal alignment. Unidirectional yellow raised 
retroreflective pavement markers shall be provided at 6.0 m spacings. 

4 Painted median is preceded by a single barrier line extending for 30 m minimum. 
5 Where refuges are used on arterial or high speed roads, pedestrians or children warning signs W6-1 or 

W6-3 (minimum size B) as appropriate, shall be erected together with supplementary plate REFUGE 
ISLAND (W8-25) in advance of the refuge. 

6 KEEP LEFT signs may be omitted if delineation of the island under all conditions is adequate. 
7 When used near intersections, the length of the island nearest to the intersection may be reduced to 

accommodate turning traffic. A suggested minimum length is 1.25 m. 
8 Road lighting in accordance with AS/NZS 1158.4 should be provided. 
9 Frangible pedestrian assist handrails may be provided on the island at the pedestrian crossing point 

provided the island is at least 2 m wide. 
10 Variations to the no-stopping distance may be required, see Clause 6.2. The no-stopping zone on the 

departure side may need to be extended if needed to a point where the roadway is wide enough for parking 
and passing traffic. 

11 Width W to be desirably 3 m minimum if there are high pedestrian volumes or significant numbers of 
cyclists or people with disabilities, or 2 m minimum in other cases. 

DIMENSIONS IN METRES 

FIGURE  7   PEDESTRIAN REFUGE 

A
c
c
e
s
s
e
d
 b

y
 N

S
W

.N
E

T
 o

n
 1

1
 F

e
b
 2

0
1
0

23



24



Woollahra Municipal Council  
Local Traffic Committee                                     AGENDA                                     4 November 2014 
 

H:\Traffic Committee\REPORTS\2014\November\Y5 Albemarle Avenue, north of Albemarle Lane RB - Ped Xng Audit recommendations.docx  

Item No: Y5    Traffic Matters on Local Roads – Recommendation to C&E for 
consideration. 

Subject: Albemarle Avenue, Rose Bay – Pedestrian Crossing Audit 
Author: Frank Rotta 
File No: T6 
Reason for Report: To audit pedestrian crossing in line with RMS Technical Directions. 
 
Recommendation:  
 
That the following alterations be carried out at the pedestrian crossing in Albemarle Avenue, north 
of Albemarle Lane, Rose Bay: 
 
A.     Pedestrian Crossing Ahead signage be installed on both Albemarle Avenue approaches to this 

pedestrian crossing. 
 
B.   The unbroken centrelines (BB lines) on the northern side of this pedestrian crossing be 

repainted. 
 
C. The raising of this pedestrian crossing be approved and funding be considered as part of the 

annual Traffic Strategy review process. 
_____________________________________________________________________________ 
 
Background: 
 
This report presents an audit of the pedestrian crossing at the above location in line with the RMS 
Technical Directions and the Australian Standards relating to distances and materials used to ensure 
the safety of the general public using this crossing. 
 
The report will comment on the following components of pedestrian crossings as they relate to the 
codes of practice referred to above: 
 

1. Approach “No Stopping” Distance. 
2. Departure “No Stopping” Distance. 
3. Access Ramps. 
4. Pedestrian Crossing Signage. 
5. Pedestrian Crossing Ahead Signage. 
6. Kerb Blisters. 
7. Pedestrian Refuge. 
8. Unbroken Centrelines (BB Lines). 
9. Zig-zag Lines. 
10. Raised Crossing. 
11. Lighting. 

 
Issues: 
 
1. Approach “No Stopping” Distance. 

 
The approach “No Stopping” distance on the southern side of the pedestrian crossing is 
currently 13.5m. As there are kerb blisters 2.2m wide the required “No Stopping” distance is 
9m. This location therefore complies with the RMS requirements for this location. The 
approach “No Stopping” distance on the northern side of the pedestrian crossing is 18m. As 
there are kerb blisters 2.3m wide the required “No Stopping” distance is 8.5m. This location 
therefore complies with the RMS requirements for this location. 
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2. Departure “No Stopping” Distance. 

 
The departure “No Stopping” distance on the northern side of the pedestrian crossing is 
currently 5.3m and coincides with the tangent point where the kerb blister would meet the kerb. 
As this is a pedestrian crossing, not a refuge, vehicles must come to a complete stop when a 
pedestrian begins to cross the road. This location therefore complies with the RMS 
requirements for this location. 
 
The departure “No Stopping” distance on the southern side of the pedestrian crossing is to the 
intersection with Albemarle Lane and therefore complies with RMS requirements. 
 

3. Lane Widths. 
 

The northbound lane width at this location is 3.5m and the southbound lane width is also 3.5m. 
There is a pedestrian refuge which is 1.2m wide as well as existing kerb blisters at the 
pedestrian crossing which are 2.2m &2.3m wide. The lane widths are considered satisfactory at 
this location.  
 

4. Access Ramps. 
 

There are satisfactory access ramps on both sides of the pedestrian crossing and as such no 
alterations are required to these ramps. 
 

5. Pedestrian Crossing Signage. 
 
There are double-sided fluoro yellow coloured Pedestrian Crossing signs on both sides of the 
road for this pedestrian crossing and these comply with current RMS requirements. 
 

6. Pedestrian Crossing Ahead Signage. 
 
There are no Pedestrian Crossing Ahead signs at this location and as this pedestrian crossing 
services a school, it is considered that this signage should be included on both approaches to 
this pedestrian crossing.  
 

7. Kerb Blisters 
 
The kerb blisters are 2.2m wide on the western side and 2.3m wide on the eastern side of this 
street. The ‘No Stopping” distances are therefore considered satisfactory as discussed earlier in 
this report.  
 

8. Pedestrian Refuge. 
 
There is a Pedestrian Refuge at this location. This refuge is 1.2m in width and is constructed in 
mountable kerb. As this is a pedestrian crossing (not a pedestrian refuge) and vehicles must 
stop when a person steps onto either end of the crossing, the refuge is considered satisfactory. 
 

9. Unbroken Centrelines. 
 
There are unbroken centrelines (BB lines) on both sides of this pedestrian crossing. The lines 
on the northern side of this pedestrian crossing are faded and require repainting. 
 

10. Zig-zag Lines. 
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There are zig-zag lines on both approaches to this pedestrian crossing. These lines are 
satisfactory 
 

11. Raised Pedestrian Crossing. 
 
This pedestrian crossing is not raised and should be raised to the appropriate standards should 
funds become available as it is in close proximity to Rose Bay Primary School. The estimated 
cost of raising this pedestrian crossing to current standards is $30,000 and it should be included 
in a future works program. 
 

12. Lighting. 
 
There is floodlighting 4.3m south of this pedestrian crossing and 3.1m north of this crossing. 
The night time illumination levels will be checked for adequacy at all pedestrian crossings as a 
separate project. 
 
 

 
Identification of Income & Expenditure:  
 

1. Council’s Block Grant for Traffic Facilities for signage and linemarking. 
2. Future Traffic Capital Works Program for the raising of the crossing. 

 
 
Conclusion: 
 
The overall project will deliver an improved pedestrian facility which complies with the RMS 
Technical Directions for Pedestrian Crossings. 
 
 
Annexures: 
 
Audit Plan which highlights required alterations.  
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Item No: Y6    Traffic Matters on Local Roads – Recommendation to C&E for 
consideration. 

Subject: Wilberforce Avenue, Rose Bay – Pedestrian Crossing Audit 
Author: Frank Rotta 
File No: 495 
Reason for Report: To audit pedestrian crossing in line with RMS Technical Directions. 
 
Recommendation:  
 
That the following alterations be carried out at the pedestrian crossing in Wilberforce Avenue, north 
of Spencer Lane, Rose Bay: 
 
A. The “No Stopping” (Arrow Right) sign located on the northern side of the pedestrian crossing 

be relocated 6.8m in a northerly direction to the northern side of the driveway serving No.40-
42 Wilberforce Avenue, Rose Bay. 
 

B. Pedestrian Crossing Ahead signage be installed on both Wilberforce Avenue approaches to 
this pedestrian crossing. 

 
C. The unbroken centrelines (BB lines) and painted islands on both sides of this pedestrian 

crossing be repainted. 
 
D. The raising of this pedestrian crossing be approved and funding be considered as part of the 

annual Traffic Strategy review process. 
_____________________________________________________________________________ 
Background: 
 
This report presents an audit of the pedestrian crossing at the above location in line with the RMS 
Technical Directions and the Australian Standards relating to distances and materials used to ensure 
the safety of the general public using this crossing. 
 
The report will comment on the following components of pedestrian crossings as they relate to the 
codes of practice referred to above: 
 

1. Approach “No Stopping” Distance. 
2. Departure “No Stopping” Distance. 
3. Access Ramps. 
4. Pedestrian Crossing Signage. 
5. Pedestrian Crossing Ahead Signage. 
6. Kerb Blisters. 
7. Pedestrian Refuge. 
8. Unbroken Centrelines (BB Lines). 
9. Zig-zag Lines. 
10. Raised Crossing. 
11. Lighting. 

 
Issues: 
 
1. Approach “No Stopping” Distance. 

 
The approach “No Stopping” distance on the southern side of the pedestrian crossing is 
currently 14.4m. As there are kerb blisters 2.05m wide the required “No Stopping” distance is 
9.75m. This location therefore complies with the RMS requirements for this location. The 
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approach “No Stopping” distance on the northern side of the pedestrian crossing is 7.7m. As 
there are kerb blisters 2.05m wide the required “No Stopping” distance is 9.75m. As there is a 
driveway just north of this “No Stopping” zone which extends to 14.5m north of the pedestrian 
crossing, extending the “No Stopping” zone to this location will comply with the RMS 
requirements at this location without the loss of any legal parking. 
 
 

2. Departure “No Stopping” Distance. 
 
The departure “No Stopping” distance on the northern side of the pedestrian crossing is 
currently 3.8m. As this is a pedestrian crossing, not a refuge, vehicles must come to a complete 
stop when a pedestrian begins to cross the road. This location therefore complies with the RMS 
requirements for this location. 
 
The departure “No Stopping” distance on the southern side of the pedestrian crossing is to the 
intersection with Spencer Lane and therefore complies with RMS requirements. 
 

3. Lane Widths. 
 

The northbound lane width at this location is 3.9m and the southbound lane width is 3.8m. 
There is a pedestrian refuge which is 1.3m wide as well as existing kerb blisters at the 
pedestrian crossing which are 2.05m wide. The lane widths are considered satisfactory at this 
location.  
 

4. Access Ramps. 
 

There are satisfactory access ramps on both sides of the pedestrian crossing and as such no 
alterations are required to these ramps. 
 

5. Pedestrian Crossing Signage. 
 
There are double-sided fluoro yellow coloured Pedestrian Crossing signs on both sides of the 
road for this pedestrian crossing and these comply with current RMS requirements. 
 

6. Pedestrian Crossing Ahead Signage. 
 
There are no Pedestrian Crossing Ahead signs at this location and as this pedestrian crossing 
services a school, it is considered that this signage should be included on both approaches to 
this pedestrian crossing.  
 

7. Kerb Blisters 
 
The kerb blisters are 2.05m wide (ie. Distance from the kerb face to the face of the continuous 
kerb) which means that 9.75m of “No Stopping” is required on both approaches to these 
crossings. The ‘No Stopping” distance on the northern side of the crossing requires adjustment 
as discussed above to assure compliance with the RMS requirements for pedestrian crossings.  
 

8. Pedestrian Refuge. 
 
There is a Pedestrian Refuge at this location. This refuge is 1.2m in width and is constructed in 
upright kerb. As this is a pedestrian crossing (not a pedestrian refuge) and vehicles must stop 
when a person steps onto either end of the crossing, the refuge is considered satisfactory. 

9. Unbroken Centrelines. 
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There are unbroken centrelines (BB lines) and painted islands on both sides of this pedestrian 
crossing. These are faded and require repainting. 
 

10. Zig-zag Lines. 
 
There are no zig-zag lines on the approaches to this pedestrian crossing . There are the older 
style diamonds on both approaches and these are faded. It is considered that zig-zag lines 
should be installed on both approaches to this pedestrian crossing (approximately 30m from 
both approaches). 
 

11. Raised Pedestrian Crossing. 
 
This pedestrian crossing is not raised and should be raised to the appropriate standards should 
funds become available as it is in close proximity to Rose Bay Primary School. The estimated 
cost of raising this pedestrian crossing to current standards is $30,000 and it should be included 
in a future works program. 
 

12. Lighting. 
 
There is floodlighting 2m south of this pedestrian crossing and 3.3m north of this crossing. The 
night time illumination levels will be checked for adequacy at all pedestrian crossings as a 
separate project. 
 
 

 
Identification of Income & Expenditure:  
 

1. Council’s Block Grant for Traffic Facilities for signage and linemarking. 
2. Future Traffic Capital Works Program for the raising of the crossing. 

 
 
Conclusion: 
 
The overall project will deliver an improved pedestrian facility which complies with the RMS 
Technical Directions for Pedestrian Crossings. 
 
 
Annexures: 
 
Audit Plan which highlights required alterations.  
                 
 
 
 
 
 
 
 
 
 

Annexure 1 
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Item No: Y7    Traffic Matters on Local Roads – Recommendation to C&E for 
consideration. 

Subject: Old South Head Road, Watsons Bay – Pedestrian Crossing Audit 
Author: Frank Rotta 
File No: T338 
Reason for Report: To audit pedestrian crossing in line with RMS Technical Directions. 
 
Recommendation:  
 
That the following alterations be carried out at the pedestrian crossing in Old South Head Road, 
north of Salisbury Street, Watsons Bay: 
 
A. The “No Stopping” distance on the northern (approach) side of the pedestrian crossing be 

increased to 20 metres. 
B. The ‘No Parking, Wedding and Funeral Vehicles Excepted’ zone affected by the additional 

‘No Stopping” on the northern approach to this pedestrian crossing shall be relocated in a 
northerly direction. 

C. The “No Stopping” distance on the northern (departure) side of the pedestrian crossing be 
increased to 10 metres. 

D. The “No Stopping” distance on the southern (departure) side of the pedestrian crossing be 
increased to 10 metres. 

E. All Pedestrian Crossing signage associated with this crossing be upgraded to the new fluoro 
yellow signs. 

F. The unbroken centreline (BB lines) on both sides of this pedestrian crossing and pedestrian 
crossing linemarking be repainted. 

G. The raising of this pedestrian crossing be approved and funding be considered as part of the 
annual Traffic Strategy review process. 

_____________________________________________________________________________ 
 
Background: 
 
This report presents an audit of the pedestrian crossing at the above location in line with the RMS 
Technical Directions and the Australian Standards relating to distances and materials used to ensure 
the safety of the general public using this crossing. 
 
The report will comment on the following components of pedestrian crossings as they relate to the 
codes of practice referred to above: 
 

1. Approach “No Stopping” Distance. 
2. Departure “No Stopping” Distance. 
3. Access Ramps. 
4. Pedestrian Crossing Signage. 
5. Pedestrian Crossing Ahead Signage. 
6. Kerb Blisters. 
7. Pedestrian Refuge. 
8. Unbroken Centrelines (BB Lines). 
9. Zig-zag Lines. 
10. Raised Crossing. 
11. Lighting. 

 
 
 
Issues: 
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1. Approach “No Stopping” Distance. 

 
The approach “No Stopping” distance on the southern side of the pedestrian crossing is 
satisfactory as it is across an intersection (Salisbury Street). The approach “No Stopping” 
distance on the northern side of the pedestrian crossing is 11m. As there are no kerb blisters the 
required “No Stopping” distance is 20 metres and this adjustment can be made with the loss of 
2 on-street parking spaces (currently ‘No Parking’, Wedding and Funeral Vehicles Excepted’) 
on the northern side of Old South Head Road in front of the church at this location. The ‘No 
Parking, Wedding and Funeral Vehicles Excepted’ zone is to be relocated in a northerly 
direction. 
 

2. Departure “No Stopping” Distance. 
 
The departure “No Stopping” distance on the northern side of the pedestrian crossing is 
currently 4.2m. The RMS documents indicate that this distance should be 10 metres and this 
adjustment will result in the loss of 1 on-street parking space. 
 
The departure “No Stopping” distance on the southern side of the pedestrian crossing is 8.2m 
and the adjustment can be made without the loss of on-street parking as there is a bus zone 
immediately east of this No Stopping zone. 
 

3. Lane Widths. 
 

The carriageway width at this location is 12.8m. Kerb Blisters >2.5m wide could be introduced 
on both approaches and departures to this pedestrian crossing which would nullify the loss of 
parking referred to above. The lane widths could be reduced to 3.2m which would contribute to 
traffic calming at this location and are considered to be satisfactory. However as on-street 
parking at this location is not scarce, the costs of providing these blisters cannot be justified. 
 

4. Access Ramps. 
 

There are satisfactory access ramps on both sides of the pedestrian crossing and as such no 
alterations are required to these ramps. 
 

5. Pedestrian Crossing Signage. 
 
There are double-sided Pedestrian Crossing signs on both sides of the road at the crossing. The 
signs facing northbound traffic have been upgraded using the new fluoro yellow signs. The 
signs facing south bound traffic need to be likewise upgraded.  
 

6. Pedestrian Crossing Ahead Signage. 
 
There are no Pedestrian Crossing Ahead signs on both approaches to this pedestrian crossing. 
There are no sight distance issues at this pedestrian crossing. 
 

7. Kerb Blisters. 
 
As stated above, since on-street parking at this location is not scarce, the costs of providing 
kerb blisters cannot be justified. 
 
 

8. Pedestrian Refuge. 
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There is no Pedestrian Refuge at this location, and the construction of such a facility is not 
considered warranted. 
 

9. Unbroken Centrelines. 
 
There are unbroken centrelines (BB lines) on both sides of this raised pedestrian crossing but 
these are badly faded and require repainting. 
 

10. Zig-zag Lines. 
 
There are no zig-zag lines on either approach to this pedestrian crossing as it is a straight 
section of road without sight distance issues. 
 

11. Raised Pedestrian Crossing. 
 
This pedestrian crossing is not raised and should be raised to the appropriate standards should 
funds become available. The estimated cost of raising this pedestrian crossing to current 
standards is $40,000 and although of low priority, it should be included in a future works 
program. 
 

12. Lighting. 
 
There is lighting (not floodlighting) 8.2m south of this pedestrian crossing and 10m north of 
this crossing. The night time illumination levels will be checked for adequacy at all pedestrian 
crossings as a separate project. 
 
 

 
Identification of Income & Expenditure:  
 

1. Council’s Block Grant for Traffic Facilities for signage and linemarking. 
2. Future Traffic Capital Works Program for the raising of the crossing. 

 
 
Conclusion: 
 
The overall project will deliver an improved pedestrian facility which complies with the RMS 
Technical Directions for Pedestrian Crossings. 
 
 
Annexures: 
 
Audit Plan which highlights required alterations.  
                 
 
 
 
 
 
 

Annexure 1 
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Item No: Y8    Traffic Matters on Local Roads – Recommendation to C&E for 
consideration. 

Subject: Dover Road, Rose Bay – Pedestrian Crossing Audit 
Author: Frank Rotta 
File No: T132 
Reason for Report: To audit pedestrian crossing in line with RMS Technical Directions. 
 
Recommendation:  
 
That the following alterations be carried out at the pedestrian crossing in Dover Road, east of 
Carlisle Street, Rose Bay: 
A. The “No Stopping” distance on the eastern (approach) side of the pedestrian crossing be 

increased to 20 metres. 
B. The “No Stopping” distance on the eastern (departure) side of the pedestrian crossing be 

increased to 10 metres. 
C. The “No Stopping” distance on the western (departure) side of the pedestrian crossing be 

increased to 10 metres. 
D. All Pedestrian Crossing and Pedestrian Crossing Ahead signage associated with this crossing 

be upgraded to the new fluoro yellow signs. 
E. The unbroken centreline (BB lines) on both sides of this pedestrian crossing and pedestrian 

crossing linemarking be repainted. 
F. The provision of kerb blisters and the raising of this pedestrian crossing be approved and 

funding considered as part of the annual Traffic Strategy review process. 
_____________________________________________________________________________ 
 
Background: 
 
This report presents an audit of the pedestrian crossing at the above location in line with the RMS 
Technical Directions and the Australian Standards relating to distances and materials used to ensure 
the safety of the general public using this crossing. 
 
The report will comment on the following components of pedestrian crossings as they relate to the 
codes of practice referred to above: 
 

1. Approach “No Stopping” Distance. 
2. Departure “No Stopping” Distance. 
3. Access Ramps. 
4. Pedestrian Crossing Signage. 
5. Pedestrian Crossing Ahead Signage. 
6. Kerb Blisters. 
7. Pedestrian Refuge. 
8. Unbroken Centrelines (BB Lines). 
9. Zig-zag Lines. 
10. Raised Crossing. 
11. Lighting. 

 
Issues: 
 
1. Approach “No Stopping” Distance. 

 
The approach “No Stopping” distance on the eastern side of the pedestrian crossing is currently 
14.6m. As there are no kerb blisters the required “No Stopping” distance is 20 metres and this 
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adjustment can be made with the loss of one on-street parking on the southern side of Dover 
Road. 
The approach “No Stopping” distance on the western side of the pedestrian crossing is across 
the Carlisle Street intersection from the pedestrian crossing and is satisfactory. 
 

2. Departure “No Stopping” Distance. 
 
The departure “No Stopping” distance on the western side of the pedestrian crossing is 
currently 8.8m. The RMS documents indicate that this distance should be 10 metres and this 
adjustment will not result in the loss of any on-street parking spaces. 
 
The departure “No Stopping” distance on the eastern side of the pedestrian crossing south of 
the crossing is 6.6m and this adjustment can be made with the loss of one on-street parking on 
the northern side of Dover Road. 
 

3. Lane Widths. 
 

The carriageway width at this location is 12.8m. Kerb Blisters >2.5m wide could be introduced 
on both approaches and departures to this pedestrian crossing which will nullify the loss of 
parking referred to above. The lane widths could be reduced to 3.2m which would contribute to 
traffic calming at this location and are considered to be satisfactory. 
 

4. Access Ramps. 
 

There are satisfactory access ramps on both sides of the pedestrian crossing and as such no 
alterations are required to these ramps. 
 

5. Pedestrian Crossing Signage. 
 
There are double-sided Pedestrian Crossing signs on both sides of the road at the crossing but 
these should be upgraded to the new fluoro yellow colour used for these signs.  
 

6. Pedestrian Crossing Ahead Signage. 
 
There are Pedestrian Crossing Ahead signs on both approaches to this pedestrian crossing. 
 

7. Kerb Blisters 
 
Should 3.7m through lanes be provided, the proposed kerb blisters would be 2.7m wide (ie. 
Distance from the kerb face to the face of the continuous kerb) which means that 7.5m of “No 
Stopping” is required on both approaches to these crossings. Should kerb blisters be considered 
to save parking they should be constructed in upright kerb. As there are no blisters constructed 
at the present time, and due to the proximity of this crossing to the Rose Bay Shopping Centre, 
loss of parking is critical and an allocation will be made in a future Traffic Works Program to 
construct 4 kerb blisters at this location. It is estimated that the cost of this work is $40,000. 
 

8. Pedestrian Refuge. 
 
There is no Pedestrian Refuge at this location, and the construction of such a facility is not 
possible due to the road widths available. 
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9. Unbroken Centrelines. 
 
There are unbroken centrelines (BB lines) on both sides of this raised pedestrian crossing but 
these are badly faded and require repainting. 
 

10. Zig-zag Lines. 
 
There are zig-zag lines on both approaches to this pedestrian crossing. 
 

11. Raised Pedestrian Crossing. 
 
This pedestrian crossing is not raised and should be raised to the appropriate standards should 
funds become available. The estimated cost of raising this pedestrian crossing to current 
standards is $40,000. 
 

12. Lighting. 
 
There is floodlighting 7.2m south of the southern approach to the pedestrian crossing and 15m 
north of the northern approach to this crossing. The night time illumination levels will be 
checked for adequacy at all pedestrian crossings as a separate project. 
 
 

 
Identification of Income & Expenditure:  
 

1. Council’s Block Grant for Traffic Facilities for signage and linemarking. 
2. Future Traffic Capital Works Program for reconstruction of Kerb Blisters and the raising of 

the crossing. 
 
 
Conclusion: 
 
The overall project will deliver an improved pedestrian facility which complies with the RMS 
Technical Directions for Pedestrian Crossings. 
 
 
Annexures: 
 
Audit Plan which highlights required alterations.  
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Discussion: 
  
Vaucluse Public School has a student population of approximately 300 and 25 staff.  The school 
caters for children from Kindergarten to Year 6. 
 
It is estimated that approximately 50% of children are driven to school and 50% walk accompanied 
by an adult.   Any children cycling to school are required to be accompanied by an adult cycling 
with them.  All the children live in the catchment area which is within walking distance of the 
school.   
 
School starts at 9.30am finishes at 3.30pm.  Starting and finishing times are not staggered. 
 
The school has two pedestrian entrances which are open in the morning and evening.  There is a 
vehicular and pedestrian entrance into the school off Cambridge Avenue and a pedestrian entrance 
off Village High Road.  
 
There is a limited number of parking for staff in the driveway into the school. There is no on-site 
drop off/pick up area for children. 
 
There are two pedestrian crossings in close vicinity to the school. There is an at grade pedestrian 
crossing in Hopetoun Avenue at Village High Road and a raised pedestrian crossing in Cambridge 
Avenue at the entrance to the school. 
 
Issues: 
 
The issues raised by the school, site investigations and recommendations are summarised below. 
 
Concern Action 

Illegal Parking Issues 
 
School representatives advised that 
parents park illegally (contrary to 
signposting as well as statutory 
restrictions) in Cambridge Avenue 
between 8.50am and 9.20am and in 
Village High Road between 3.15pm 
and 3.30pm.  
 

A request has been raised through Council’s CRM 
13167/2014 for on-going enforcement at these locations. 
 

Faded Signs Site inspections confirmed that parking restriction signage 
on the Cambridge Avenue frontage of the school in vicinity 
of the pedestrian crossing were faded and required 
replacement. A request has been raised through Council’s 
CRM 13166/2014 to replace faded signage. 
 
The Roads and Maritime Services reported:- 
“In relation to your third request about the faded school 
zone signs, please note that RMS will inspect the existing 
school zone signs for Vaucluse Primary School, following 
this inspection RMS will install or replace signage if 
deemed necessary to ensure that the school zone speed limit 
is clearly displayed to all motorists using this road”. 
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Request for a bus shelter on the 
eastern side of Hopetoun Avenue at 
Village High Road. 
 

This request has been included in Council’s Bus Shelter 
Program. 
 

Audit of the existing pedestrian 
crossing in Cambridge Avenue. 

Following an audit of this pedestrian crossing, the following 
upgrades have been recommended and approved by 
Council:- 

 
1. All Pedestrian Crossing signage associated with this 

crossing be upgraded to the new fluoro yellow signs. 
 
2. The Pedestrian Crossing Ahead sign on the Palmerston 

Street approach to this crossing is faded and needs to be 
replaced. Pedestrian Crossing Ahead signs be installed 
on both Cambridge Avenue approaches to this 
pedestrian crossing. 

 
3. The pedestrian crossing linemarking be repainted. 
 
4. Raised reflective pavement markers at 2m centres be 

installed on the BB lines south of the pedestrian crossing 
as well as the broken centreline which curves away 
north of the pedestrian crossing. 

 
The following works have been programmed in the Traffic 
Capital Works Program:- 
 

1. Remove kerb blisters and install kerb extensions. 
2. Raise the pedestrian crossing. 

 
Request for School Zone Flashing 
Lights 

School representatives wanted to know when they would get 
flashing lights for their school. The RMS provided the 
following response:- 
 
“The NSW Government has committed to installing a set of 
school zone flashing lights at every school in NSW by 
December 2015. 
  
From now until the end of next year, the Government will be 
installing flashing lights at an unprecedented rate of over 
100 schools per month to make sure that flashing lights are 
installed to more than 1,500 of the remaining schools 
without flashing lights across NSW. 
  
Roads and Maritime Services has consulted with schools to 
ensure flashing lights are installed where the road safety 
benefits will be maximised, with the intention to install the 
lights on the school zone that covers the main entry point to 
the school. 
 
Due to the large scale nature of this rollout, thorough 
coordination has been undertaken across the state. The 
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approach taken is to install flashing lights by Local 
Government Area (LGA) in order to maximise efficiencies 
and to ensure a cost-effective delivery of the program. The 
schedule was developed in consultation with the installation 
contractor to make sure that the program is completed by 
December 2015.  
  
Unfortunately, individual schools cannot be prioritised 
outside of the rollout schedule as any changes may lead to 
increased costs and potential delays in the delivery of the 
program. 
  
The delivery of flashing lights is being undertaken 
concurrently at metropolitan and regional locations to 
achieve an equitable distribution across the state. 
  
The rollout has commenced in the Ryde, Blacktown, Tweed, 
Sutherland, Wollongong, Willoughby and Sydney LGAs 
which are some of the LGAs with the greatest number of 
schools without flashing lights.  
  
Flashing lights are important, but they are just one safety 
measure of many used in NSW to improve the safety of 
children around school zones. All school zones are marked 
by school zone signs, ‘dragon’s teeth’ and painted ‘40’ 
pavement markings designed to improve the visibility of 
school zones to drivers.  
  
Since school zones were introduced there have been 
significant crash and injury reductions around schools. 
  
Other safety measures can include pedestrian crossings, 
pedestrian fencing, pedestrian footbridges and pedestrian 
refuges and are installed where appropriate to provide 
additional protection for pedestrians. 
  
Safety measures are installed depending on the school road 
environment and undertaken on a case-by-case basis. Roads 
and Maritime Services works closely with school 
communities to ensure that school zones are clearly visible 
to motorists and the risk to students travelling to and from 
school is minimised”. 
  
 

Request for School Crossing 
Supervisor 

School representatives wanted to know when they could get 
a School Crossing Supervisor. The school crossing 
supervisor program is managed by the Roads and Maritime 
Services. 
 
The RMS have since requested the school to contact Kelly 
Linigen on 8849 2207 to discuss their request. 
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Conclusion: 
 
The above items have been identified by Council and in collaboration with the School as part of the 
School Audit. All the issues raised by the school under the control of Council have been 
investigated, actioned or programmed into future works. 
  
 
Identification of Income & Expenditure:  
 
Traffic Block Grant 
 
 
Annexures: 
 
Nil 
 
 

45


	Woollahra Local Traffic Committee - 4 November 2014
	Y2: Cross Street, Knox Street, and Transvaal Avenue, Double Bay – Parking Restrictions
	Y3: Old South Head Road, Watsons Bay – Traffic Conditions
	Annexure 1
	Annexure 2

	Y4: Moncur Street, Woollahra – Pedestrian Refuge
	Annexure 1
	Annexure 2
	Annexure 3
	Annexure 4

	Y5: Albemarle Avenue, Rose Bay – Pedestrian Crossing Audit
	Annexure 1

	Y6: Wilberforce Avenue, Rose Bay – Pedestrian Crossing Audit
	Annexure 1

	Y7: Old South Head Road, Watsons Bay – Pedestrian Crossing Audit
	Annexure 1

	Y8: Dover Road, Rose Bay – Pedestrian Crossing Audit
	Annexure 1

	Z1: Vaucluse Public School, Vaucluse - School Safety Audit



