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Application Assessment Panel
Minutes

Minutes of the Meeting held on
Tuesday 21 June 2005 at 3.05pm

Present: Application Assessment Panel:

T Tuxford (Manager – Compliance) (Chair)
C Bluett (Manager – Strategic Planning)
W Hatton (Director – Technical Services)

Staff: A Biller (Assessment Officer)
M Dixon (Senior Assessment Officer)
C Houlison (Assessment Officer)
M Kelly (Secretary – Administration)
J Lukas (Senior Assessment Officer)
C McMahon (Team Leader)
T Wong (Assessment Officer)

Apologies: Apologies were received and accepted from
Nil
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Late Correspondence
Late correspondence was submitted to the Panel in relation to Items: D9

Declarations of Interest
Nil
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Items Decided by the Panel using its delegated authority (Items D1 to D9)

Item No: D1 Delegated to the Panel

Subject: Confirmation of Minutes of meeting held on 14 June 2005

Author: Marie Kelly, Secretary – Administration
File No: See Application Assessment Panel Minutes
Reason for Report: The Minutes of the Meeting of Tuesday 14 June 2005 were previously

circulated.  In accordance with the guidelines for Committees’ operations
it is now necessary that those Minutes be formally taken as read and
confirmed.

(Bluett/Tuxford)

Resolved:

That the Minutes of the Application Assessment Panel Meeting of 14 June 2005 be taken as read
and confirmed.

D2 DA 109/2005 – 23 Forth Street, Woollahra – Alterations and additions – 7/3/2005

Note: Ms A Sheina an objector of 19 Forth Street, Woollahra and Mr D Cornick representing
Ms A Sheina, addressed the Panel.

Note: The Panel added new condition No. 2 (Design of rear roof).

(Bluett/Hatton)

Resolved: Pursuant to Section 80(1) of the Environmental Planning and Assessment Act, 1979

THAT the Council, as the consent authority, grant development consent to Development
Application No. 109/2005 for alterations and additions on land at 23 Forth Street Woollahra, subject
to the following conditions:

1. Approved Plans

This consent relates to the work, shown in colour, on plan numbered 1071/04, dated July
2004, drawn by Towner Planning Design, which carries a Council stamp “Approved DA
Plans” and the signature of a Council officer, except where amended by the following
conditions.

2. Design of rear roof

The proposed roof over the rear addition shall be a skillion design with a maximum fall of
1:10 so as to reduce the bulk of the roof and reduce the loss of outlook from the adjoining
properties. Amended plans are to be submitted with the Construction Certificate application.



Woollahra Municipal Council Application Assessment Panel Minutes

Application Assessment Panel of 21 June 2005 Page 5

3. Requirement for a Construction Certificate

In accordance with the provisions of Section 81A of the Environmental Planning and
Assessment Act 1979, the erection of the building must not be commenced until:

(a) detailed plans and specifications of the building have been endorsed with a Construction
Certificate by:

(i) Council; or
(ii) an accredited certifier; and

(b) a principal certifying authority (PCA) has been appointed and the Council has been
notified in writing of the appointment, and

(c) at least two days notice, in writing, has been given to Council of the intention to
commence work.

4. Structural adequacy

A statement from a qualified practising Structural Engineer, certifying to the adequacy of the
existing structural members, walls and footings to support the additional loads imposed by the
proposed development, must be submitted with the Construction Certificate application.

This condition is imposed to ensure the structural integrity of the proposed building work.

5. Structural details

Structural engineering details and design calculations, prepared and certified by a qualified
practising Structural Engineer, must be submitted with Construction Certificate application,
for all reinforced concrete work, structural steel work, retaining walls, brick fences, shoring
and underpinning, isolated piers, chimneys, parapets and other structural members.

This condition is imposed to ensure the structural integrity of the proposed building work.

6. Layout of buildings

The layout of all external walls, including retaining walls and contiguous piling must be
checked and verified by survey prior to the commencement of construction to ensure that
building construction complies with the development consent and does not encroach beyond
the boundaries of the site.

7. Demolition, excavation and construction hours

Demolition, excavation and construction work must not take place outside the hours of
7.00am to 5.30pm Monday to Friday and 7.00am to 1.00pm Saturday.  No work and no
deliveries are to take place on Sundays and public holidays.   Noise from construction
activities associated with the development must comply with the guidelines contained in the
NSW EPA Environmental Noise Control Manual Chapter 171.
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8. Levels

For the purpose of indicating relative levels in terms of Australian Height Datum and
boundary clearances, and to ensure that building construction complies with the development
consent, survey certificates must be provided to the PCA in respect of the building/s layout
and ground floor level/s prior to pouring of concrete or laying of timber floor boards.

9. Building Inspections

The Applicant, Owner and Builder, jointly and severally, must ensure that they call their
Principal Certifying Authority ("the PCA") to carry out such critical phase building
inspections required by the PCA, the PCA Service Agreement and that the PCA is satisfied
with the level of compliance achieved before the Builder proceeds to the next phase of
construction.  Ample notice of required inspections must be given to the PCA in accordance
with the PCA Service Agreement. The Applicant, Owner and Builder must comply with the
PCA Service Agreement (Service Contract) and any lawful direction given by the Principal
Certifying Authority.

Note: It is the responsibility of the PCA to ensure that critical phase building inspections are
undertaken in accordance with a PCA Service Agreement and issue to the Applicant, Owner
and Builder appropriate Notice under Section 109L of the Environmental Planning &
Assessment Act 1979 ("the Act") where any breach of this consent occurs.  Failure of the
PCA to issue such notice may result in Council taking action under Section 109V of the Act.
Failure of the Applicant, Owner and Builder to comply with a PCA Service Agreement and
comply with lawful directions of the PCA under this condition may result in Council issuing
fines, notices, orders and commencing legal proceedings.  Council will only enter into PCA
Agreements with the Owner of the land being developed.  Council, if appointed as the PCA,
will report to the owner of the land being developed.

10. Protective fencing mulching and irrigation around trees

To limit the potential for damage to trees to be retained, the area beneath their canopies must
be fenced. The fencing must encompass the maximum possible area covered by the dripline of
the canopy to allow for development and remain in place until the completion of building
works.  The fencing should be a minimum of a 1.8 metres high chainlink or welded mesh
fencing or approved similar. The fencing is to be maintained for the duration of the building
works.

To ensure the continued preservation of the aforementioned existing trees by providing
adequate soil moisture, a irrigation program or temporary irrigation system is to be installed
and an irrigation program maintained during the full course of construction works.

11. Wet areas

All floors of wet areas are to be constructed and finished so as to be impervious to water and
graded to a sufficient number of floor drains.

12. Long Service Levy Payment

A Long Service Levy under Section 34 of the Building & Construction Industry Long Service
Payment Act , 1986, must be paid and proof of payment provided prior to the issue of a
Construction Certificate.
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The Levy can be paid directly to the Long Services Payments Corporation or to Council.

13. Stockpiles

Stockpiles of topsoil, sand, aggregate, soil or other material must not be located on any
drainage line or easement, natural watercourse, footpath or roadway, or within the dripline of
any Street Tree. Stockpiles within the construction site must be protected with adequate
sediment controls, in accordance with Council’s Code for Sediment Control.

14. Location of building operations

Building operations such as brick cutting, washing tools or brushes and mixing mortar must
not take place on public roadways or footways or in any other location which could lead to the
discharge of materials into the stormwater drainage system.

Footpaths, gutters and roadways must be swept regularly to keep them free from sediment.

15. Temporary disposal of roof water

Stormwater from any roof areas must be linked, via a temporary downpipe, to a Council
approved stormwater disposal system immediately upon completion of the roof installation.

16. Disposal of site water during construction

The disposal of site water (includes groundwater, seepage, dewatering and stormwater trapped
in excavations) must be in accordance with the requirements contained within Council’s
“Stormwater Development Control Plan and Local Approvals Policy”. Disposal of site
water to Council’s stormwater system is not permitted. The applicant is advised to liase
with Sydney Water regarding a Trade Waste Agreement.

17. Damage security deposit

A security deposit of $7,000 for the cost of making good any damage to Council property
caused as a consequence of the construction work, plus an administration fee of $154.00, must
be paid to Council prior to the issue of the Construction Certificate.  The security deposit,
which may be in the form of a bank guarantee, has been calculated in accordance with the
following schedule.

Estimated cost of work Deposit

Works up to $50,000 $2,000
Works in excess of $50,000 & up to $100,000 $4,000
Works in excess of $100,000 $4,000+$200/$10,000 

estimated cost>$100,000

Council may use all or part of the Damage Security Deposit to complete damage restoration
works if they do not meet Council’s requirements.

18. Footpath levels

The existing footpath level and grade at the street alignment of the property must be
maintained.
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19. Support for Council roads, footpaths, drainage reserves, etc

Council property adjoining the construction site must be fully supported at all times during all
excavation, demolition and building construction works. Details of shoring, propping and
anchoring of works adjoining Council property, prepared by a qualified Structural Engineer or
Geotechnical Engineer, must be submitted for the approval of Council’s Development
Engineer, or certified as structurally adequate by the accredited certifier, before the
commencement of the works.

Backfilling of excavations adjoining Council property, or any void remaining at completion
of construction between the building and Council property, must be fully compacted prior to
release of the Damage Security Deposit.

20. Public footpaths

A safe pedestrian circulation route a minimum of 1.5m wide and with a pavement free of trip
hazards must be maintained at all times on or adjacent to the public footpaths fronting the
construction site.  Where the footpath is damaged, repair works must be carried when directed
by Council officers and in accordance with the relevant clauses of Council's document
"Standard Specifications for Roadworks, Drainage and Miscellaneous Works dated Jan 2003.

Where circulation is diverted on to the roadway clear directional signage and protective
barricades must be installed in accordance with Australian Standard AS1742-3  2002 “Traffic
Control Devices for Work on Roads”.  Should the applicant propose to direct pedestrians onto
the road pavement of a State road then an application is to be made to the RTA for a Road
Occupancy Licence.  Licence approval is to be submitted to Council.

If pedestrian circulation is not satisfactorily maintained, and action is not taken promptly to
rectify the defects, Council may carry out remedial works and deduct the cost from the
Damage Security Deposit.

21. Repair of Damaged Infrastructure

If Council’s infrastructure is damaged during the course of works, Council’s Development
Engineer must be notified and necessary repairs must be undertaken within the time stipulated
by Council, to Council’s specifications, and at no cost to Council. Works generally must be in
accordance with the relevant clauses of the current edition of AUS-SPEC.

If work is not undertaken to the satisfaction of the Development Engineer with regard to time
or quality, Council may carry out remedial works and deduct the cost from the Damage
Security Deposit.

22. Compliance with Building Code of Australia

(a) All building work must be carried out in accordance with the provisions of the Building
Code of Australia.

(b) This condition does not apply to the extent to which an exemption is in force under
Clause 187 or 188, of the Environmental Planning and Assessment Regulation 2000,
subject to the terms of any condition or requirement referred to in Clause 187 (6) or 188
(4) of the Regulation.
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23. Residential building work

(a) Building work that involves residential building work (within the meaning of the Home
Building Act 1989) must not be carried out unless the principal certifying authority
(PCA) for the development to which the work relates:

• in the case of work to be done by a licensee under that Act:

(i) has been informed in writing of the licensee's name and contractor license
number; and

(ii) is satisfied that the licensee has complied with the requirements of Part 6 of that
Act; or

• in the case of work to be done by any other person:

(iii) has been informed in writing of the person's name and owner-builder permit
number; or

(iv) has been given a declaration, signed by the owner of the land, that states that the
reasonable market cost of the labour and materials involved in the work is less
than the amount prescribed for the purposes of the definition of owner-builder
work in Section 29 of that Act,

and is given appropriate information and declarations under paragraphs (a) and (b)
whenever arrangements for the doing of the work are changed in such a manner as to
render out of date any information or declaration previously given under either of those
paragraphs.

Note:The amount referred to in paragraph (a) (iv) above is prescribed by regulations under the
Home Building Act 1989.  As at the date on which this Regulation was Gazetted, that
amount was $5,000.  As those regulations are amended from time to time, so that
amount may vary.

(b) A certificate purporting to be issued by an approved insurer under Part 6 of the Home
Building Act 1989 that states that a person is the holder of an insurance policy issued for
the purposes of that Part is, for the purposes of this clause, sufficient evidence that the
person has complied with the requirements of that Part.

24. Support for neighbouring buildings

(a) If an excavation associated with the erection or demolition of a building extends below
the level of the base of the footings of a building on an adjoining allotment of land, the
person causing the excavation to be made:

(i) must preserve and protect the building from damage; and
(ii) if necessary, must underpin and support the building in an approved manner; and
(iii) must, at least 7 days before excavating below the level of the base of the footings

of a building on an adjoining allotment of land, give notice of intention to do so to
the owner of the adjoining allotment of land and furnish particulars of the
excavation to the owner of the building being erected or demolished.
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(b) The owner of the adjoining allotment of land is not liable for any part of the cost of
work carried out for the purposes of this condition, whether carried out on the allotment
of land being excavated or on the adjoining allotment of land.

(c) In this condition, allotment of land includes a public road and any other public place.

25. Retaining walls and drainage

If the soil conditions require it:

(a) retaining walls associated with the erection or demolition of a building or other
approved methods of preventing movement of the soil must be provided; and

(b) adequate provision must be made for drainage.

26. Protection of public places

(a) If the work involved in the erection or demolition of a building:

(i) is likely to cause pedestrian or vehicular traffic on a public place to be obstructed
or rendered inconvenient, or

(ii) building involves the enclosure of a public place;

a hoarding or fence must be erected between the work site and the public place.

(b) If necessary, an awning must be erected, sufficient to prevent any substance from, or in
connection with, the work falling into the public place.

(c) The work site must be kept lit between sunset and sunrise if it is likely to be hazardous
to persons in the public place.

(d) Any such hoarding, fence or awning must be removed when the work has been
completed.

Note:  Prior to the erection of any hoarding, fence or the like on any footpath or other property
owned or controlled by Council, permission must be sought and obtained from Council and
the prescribed rental fee paid.

27. Toilet facilities

(a) Toilet facilities must be provided, at or in the vicinity of the work site on which work
involved in the erection or demolition of a building is being carried out, at the rate of
one toilet for every 20 persons or part of 20 persons employed at the site.

(b) Each toilet provided:

(a) must be a standard flushing toilet; and

(b) must be connected:

(i) to a public sewer; or



Woollahra Municipal Council Application Assessment Panel Minutes

Application Assessment Panel of 21 June 2005 Page 11

(ii) if connection to a public sewer is not practicable, to an accredited sewage
management facility approved by the Council; or

(iii) if connection to a public sewer or an accredited sewage management facility
is not practicable, to some other sewage management facility approved by
the Council.

(c) The provision of toilet facilities in accordance with this clause must be completed
before any other work is commenced.

(d) In this condition:

accredited sewage management facility means a sewage management facility to which
Division 4A of Part 3 of the Local Government (Approvals) Regulation 1993 applies, being a
sewage management facility that is installed or constructed to a design or plan the subject of a
certificate of accreditation referred to in Clause 95B of the Regulation.

approved by the Council means the subject of an approval in force under Division 1 of Part 3
of the Local Government (Approvals) Regulation 1993.

public sewer has the same meaning as it has in the Local Government (Approvals) Regulation
1993.

sewage management facility has the same meaning as it has in the Local Government
(Approvals) Regulation 1993.

28. Residential building work over $12,000 in value

Council must be provided with the following information prior to the commencement of any
works;

(a) the proposed builder's details (in writing); and
(b) proof of payment of the required insurance premium pursuant to Part 6 of the Home

Building Act 1989.

D3 DA 980/2003/2 – 35 Fletcher Street, Woollahra – Section 96 Application for modification
to detached garage/carport/shed– 10/11/2004

Note: The Panel amended condition No. 54.

(Bluett/Hatton)

Resolved: Pursuant to Section 96 of the Environmental Planning and Assessment Act, 1979

THAT Council, as the consent authority, modify development consent to Development Application
No. 980/2003/2 for substantial alterations and additions including a new garage on land at 35
Fletcher Street Woollahra, in the following manner:

Condition No.1 is to be deleted and replaced with:
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1. Approved Plans

The development must be carried out in accordance with plans numbered DA.01, 02, 06 an 07
dated 11.6.04, drawn by Mathieson Spangenberg Architects, all of which carry a Council
stamp “Approved DA Plans” and the signature of a Council officer, as amended by plans
numbered S96(2)- 10, 11, 12, 13 and 14, dated 29.3.05, drawn by Mathieson Spangenberg
Architects, all of which carry a Council stamp “Approved DA Plans” and the signature of a
Council officer except where amended by the following conditions.

The followings conditions are to be added to the consent:

54. Vehicular access and garaging

The internal length of the stacked garage is to be increased to 10.8 metres. Driveways and
access ramps must be designed not to scrape the underside of cars.

In all other respects, proposed garage/car park/basement car park, driveways and access
ramps must be designed to comply with Australian Standard AS 2890.1 – “Off-Street car
parking”. Details are to be submitted with the construction certificate application.

55. Privacy Screens

The privacy screens to the eastern and western end of the terrace are to extend to its northern
end and are to be limited to 1.8metres in height measured from the finished floor level of the
terrace.  This condition is imposed to protect the privacy of adjoining properties and to reduce
the massing of the addition.  Details are to be submitted with the construction certificate
application.

56. Bounding walls and door

The walls and door bounding the hard car stand space on its eastern and western sides are to
be limited to a maximum height of 1.8 metres above finished floor level.  This condition is
imposed in order to reduce the perceived bulk of the addition as seen from View Street and
adjoining property. Details are to be submitted with the construction certificate application.

57. Garage Door

The garage door to the View Street elevation is to be of timber.  This condition is imposed to
ensure the materials and finishes satisfy Objective O1 of Part 3.4.5 of the Woollahra HCA
Development Control Plan.

D4 DA 279/2005 – 25 Cooper Park Road, Bellevue Hill – Section S96 - Retrospective
approval for additional unit and alterations and rear additions to existing residential flat
building – 13/10/2004

Note: This matter was called to the Development Control Committee Meeting of 4 July 2005
 by Councillors Shapiro and Excell.

Reasons: Parking and FSR



Woollahra Municipal Council Application Assessment Panel Minutes

Application Assessment Panel of 21 June 2005 Page 13

D5 DA 725/2004 – 22 Attunga Street, Woollahra – Alterations and additions to existing
residence – 15/11/2004

Note: Mr P Barker and Ms J Hargrove (Hargrove Interior Design) the applicant, addressed
the Panel.

(Bluett/Hatton)

Resolved: Pursuant to Section 80(1) of the Environmental Planning and Assessment Act, 1979

THAT Council, as the consent authority, refuse development consent to Development Application
No. 725/2004 for alterations and additions to the existing residence on land at 22 Attunga Street
Woollahra, for the following reasons:

1. The proposal does not comply with the floor space ratio control and objectives contained in
Section 5.2 of Woollahra Residential Development Control Plan, 2003.

2. The proposal does not comply with the setback control and objectives contained in Section
5.2 of Woollahra Residential Development Control Plan, 2003.

3. The proposal does not comply with the solar access requirements for adjoining private open
space as specified in Section 5.2 of Woollahra Residential Development Control Plan, 2003.

4. The proposal does not comply with the performance criteria for the Wallaroy Road precinct in
terms of streetscape, as the proposal provides a car parking structure forward of the front
building line.

5. The proposed off street car parking arrangement does not comply with Australian Standard
2890.1 – 2004: Off Street Car Parking in terms of width.

6. The proposed front fence height does not comply with the front fence height control contained
in Section 4.3 of Woollahra Residential Development Control Plan 2003 and does not comply
with the objectives relating to fence height contained in Section 5.4 of Woollahra Residential
Development Control Plan, 2003.

7. The proposal is not in the public interest.

D6 DA 516/2004 – 141 Victoria Road, Bellevue Hill – Demolition of the existing residential
building containing two dwellings and associated structures, re-alignment of property
boundary to create two lots (Lot 2 approx 700sqm) and Lot 27 ( approx 727 sqm),
construction of two new freestanding residences over 3 levels with garage facing Victoria
Road, swimming pools and spas – 11/8/2004

Note: This matter was called to the Development Control Committee Meeting of 4 July 2005
 by Councillors Shoebridge and Excell.

Reasons: Height, side setbacks, garage frontage and width and front fence height.
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D7 DA 20/2004 – 53 Village High Road, Vaucluse – Demolition of the existing dwelling-
house detached garage and swimming pool, construction of a new part two, part three
storey dwelling house and swimming pool and landscaping works – 12/1/2004 (original
submission) 14/9/2004 (amended plans)

Note: Mr C Donald the applicant, addressed the Panel.

Note: The Panel amended condition No. 2 and added new condition No. 3 (Rear stairs and
associated retaining walls), amended original condition No. 4 (Re location of north west
wall of garage) and amended original condition No. 33 (Existing trees which must be
retained.

(Bluett/Hatton)

Resolved:  Pursuant to Section 80(1) of the Environmental Planning and Assessment Act,
1979

THAT the Council, as the consent authority, grant development consent to Development
Application No. 20/2004 for the demolition of the existing dwelling-house, garage and swimming
pool; the construction of a new part two, part three storey dwelling-house and swimming pool; and
landscaping works on land at No 53 Village High Road Vaucluse, subject to the following
conditions:

1. New Development

This consent relates to the work, shown on plans numbered A001D, A002D, A003D, A004D,
A005C, A006C, A100D, A200D, A201D, A202D, A203D, all dated 14 September 2004,
drawn by Smart Design Studio all of which carry a Council stamp “Approved DA Plans” and
the signature of a Council officer, except where amended by the following conditions:

2. Outdoor shade structure

The proposed shade structure is not approved and shall be deleted from the plans to be
submitted with the Construction Certificate application.

Reason

To preserve the existing Cheese tree.

3. Rear stairs and associated retaining walls

The rear stairs and associated retaining walls at the north western corner of the pool are to be
redesigned to protect the existing Glochidion ferdinandii Cheese Tree. A report shall be
submitted from a qualified arborist to ensure the preservation and the expected future growth
requirements of the tree. Details demonstrating compliance must be submitted with the
Construction Certificate application.

Reason

To preserve the existing Cheese tree.
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4. Setbacks

That the north western edge of the lower ground floor courtyard shall be located a minimum
of 1.5m off the side boundary. Details demonstrating compliance must be submitted with the
Construction Certificate.

Reason

To limit excavation close to the side boundary.

5. Relocation of north western wall of garage

The north western wall of the garage shall be relocated so as to ensure that no excavation
occurs within 1.5m of the side boundary. Details demonstrating compliance must be
submitted with the Construction Certificate.

Reason

To limit excavation close to the side boundary.

6. Streetscape

That the height of the entire landscaped area at the southern corner of the front yard (ie
between the southern corner and the centrally located pedestrian gate) shall be reduced by 1m
to RL 46.350. Details demonstrating compliance must be submitted with the Construction
Certificate.

Reason

This will ensure an improved visual connection between the new residence and the street,
better continuity in terms of the existing levels of No 51, better surveillance and a more
pedestrian friendly streetscape.

7. Outlook

That the proposed 2.5m fin wall on the south eastern side of the rear facing first floor balcony
shall be deleted and replaced with a 1m high balustrade. Details demonstrating compliance
must be submitted with the Construction Certificate.

Reason

To increase outlook and light for the adjoining dwelling to the south-east.

8. Privacy

That the edge of the front terrace shall be located at least 1.5m off the north western side
boundary for the first 15m to limit overlooking. Further, the area between the terrace and the
side boundary shall be planted with mature screening vegetation at least 1m high to limit
overlooking. Details demonstrating compliance must be submitted with the Construction
Certificate.
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Reason

To maintain the privacy of adjoining properties.

9. Compliance with the Stormwater Management Plan

The stormwater drainage system must be constructed in accordance with the Stormwater
Management Plan as prepared by O’Hearn Consulting P/L (Refer Job No. 04014 Dwg SW01-
SW03 dated 27th February 2004) and as modified by the following requirements;

• A backflow prevention device must be fitted downstream of the discharge control pit.

10. On-Site Detention requirements

The on-site detention system must be designed having regard to the following requirements:

a) Discharge restriction from OSD systems must be by the use of appropriately sized short
length of reduced diameter pipe or non-removable orifice plate (Dyna-bolted with 2-part
epoxy). Discharge control pits must be fitted with screens. Screens must be able to be
easily removed for routine maintenance.  The screen must:

• Protect the outlet from blockage,
• Dissipate the kinetic energy of inflows creating static conditions around the

discharge restriction, which help to achieve predictable discharge  coefficients,
and

• Retain litter and debris, which would degrade downstream waterways

b) Below-ground Storage

• Building floor levels must be set above the top water level (TWL) of OSD
storages’ with 150mm freeboard where the OSD storage is located near buildings.
This requirement applies to both new and existing buildings.

• Backwater protection device(s) must be provided where there is the potential for
backwater from OSD system into areas that are below the OSD system overflow
level.

c) Construction, Access and Maintenance

• Bondek must not be used in a composite slab design.
• Internal supporting walls must be minimised to ease maintenance.  Typically,

internal supports must only be considered for spans greater than 3m.
• Tank needs to be checked for normal earth, surcharge, traffic and hydrostatic

loads.  Where free draining soils do not exist around the tank, buoyancy must be
considered.

• Excavation for the tank must be checked for impact on the zone of influence of
adjacent footings and structures.

• A depression within the OSD system is not to be used to provide a silt/sediment
trap.  Where required a proprietary silt/oil arrestor must be provided (treatment of
runoff from vehicle parking areas)
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• Access for cleaning (typically slushing) must be provided at the upstream and
downstream ends of the tank.  Access must also be provided in the immediate
vicinity of the discharge point.  Generally, grated access points must be provided
to enable venting.  Where access points need to be sealed, alternative ventilation
means (incl mechanical, if required,) must be provided.

• The on-site detention must have a minimum access opening size of 600mm x
600mm for tank depths less than 1.5m and 900mm x 900mm opening size for
deeper tanks.  The access point must be fitted with a hinged, lockable galvanised
grate and be placed over the outlet.  Step irons must be placed at the access point
to enable entry for maintenance and inspection.  The designer must consider the
provisions of AS 2865-1986 ‘Safe working in a confined Space’ and other work
cover requirements.

11. Positive Covenant  - Drainage system

A Positive Covenant, pursuant to Section 88E of the Conveyancing Act, must be created on
the title of the subject property. The Covenant must provide for the indemnification of
Council from any claims or actions and the on-going maintenance of the on-site detention
system in the development. This includes all ancillary gutters, pipes, drains, walls, kerbs, pits,
pumps, grates, tanks, chambers, basins and surfaces designed to temporarily detain
stormwater.

The wording of the Instrument must be in accordance with Council’s standard format
(available from Councils web-site http://www.woollahra.nsw.gov.au) and the Instrument must
be registered at the Land Titles Office prior to the Final Building Inspection and issuance of
the Certificate of Occupation.

12. Stormwater Certification and Work-As-Executed (WAE) Plans

Prior to the release of the Final Building Certificate, Certification and Work-As-Executed
(WAE) plans must be submitted and approved by the Accredited Certifier demonstrating that
the site drainage system has been provided according to the submitted calculations and/or
approved plans.

Certifications must be provided by a suitably qualified engineer. WAE plans must be prepared
and certified by a Registered Surveyor.

The following must be provided:

a. Certification that:

• The drainage system has been installed in accordance with the drainage
Conditions of Development Consent.

• That all drainage components, including the on site detention, are structurally
adequate and have been installed in accordance with the relevant Codes and
Standards and/or specifications.

• That the on-site detention system will provide the detention storage volume and
attenuation in accordance with the submitted calculations.
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b. Work-As-Executed (WAE) plans showing:

• Pipe and drainage system layout, including all pits, pipe diameters, grades,
materials, invert levels and surface levels.

• Details (exact point and method) of connection to Council system
• OSD tank dimensions, location and orifice plate/outlet details.
• Contours indicating the direction in which water will flow should the OSD storage

overflow.
• The sump location with finished surface levels and dimensions.
• Stilling pit and back-flow prevention.

13. Compliance with erosion and sediment control plan

The erosion and sediment control plan by Harrison Friedman & Associates P/L must be
implemented during site works and construction activities. All controls in the Plan must be
maintained at all times. A copy of the Plan must be kept on-site at all times and made
available to the accredited certifier and Council officers on request.

14. Display of Council’s warning sign for soil and water management

Throughout the demolition, excavation and construction period, Council’s warning sign for
soil and water management must be displayed on the most prominent point of the building
site, visible both from the street and site.

A copy of the sign is available from Council.

15. Stockpiles

Stockpiles of topsoil, sand, aggregate, soil or other material must not be located on any
drainage line or easement, natural watercourse, footpath or roadway, or within the dripline of
any Street Tree. Stockpiles within the construction site must be protected with adequate
sediment controls, in accordance with Council’s Code for Sediment Control.

16. Location of building operations

Building operations such as brick cutting, washing tools or brushes and mixing mortar must
not take place on public roadways or footways or in any other location which could lead to the
discharge of materials into the stormwater drainage system.

Footpaths, gutters and roadways must be swept regularly to keep them free from sediment.

17. Temporary disposal of roof water

Stormwater from any roof areas must be linked, via a temporary downpipe, to a Council
approved stormwater disposal system immediately upon completion of the roof installation.

18. Site fencing

The site must be appropriately secured and fenced to the satisfaction of Council during
demolition, excavation and construction work to ensure there are no unacceptable impacts on
the amenity of adjoining properties. Permits for hoardings and or scaffolding on Council land
must be obtained and clearly displayed on site.



Woollahra Municipal Council Application Assessment Panel Minutes

Application Assessment Panel of 21 June 2005 Page 19

19. Driveways and associated works

The following works must be undertaken at the applicant’s expense prior to the final building
inspection and the issuance of the Occupation Certificate.

• Construction of a fully new concrete driveway crossing and layback, 6.0 metres wide
and in accordance with Council’s Standard Drawing RF2.  Levels along the boundary
must match existing.

• Removal of the existing driveway crossing and kerb laybacks.
• Full reconstruction of the concrete footpath fronting the site. Levels along the boundary

must match existing. All new concrete surfaces must be flush and consistent with
adjacent, with a minimum crossfall of 3% towards the kerb.

• Reinstatement of concrete kerb and gutter in the region of the driveway crossing to be
removed. Levels in the invert of the gutter must match existing.

• The balance of the area between the footpath and the kerb in the region of the existing
driveway crossing must be turfed.  The grass verge must be constructed to contain a
uniform minimum 75mm of friable growing medium and have a total cover of Couch
turf.

An “Application for permission to construct a vehicle and special crossing by private
contractor” must be completed and submitted to Council’s Customer Service Centre prior to
commencement of construction of a new driveway.  For any technical enquiries regarding
alteration to existing footpath levels or alignments, please contact Council’s Works
Supervisor.

20. Driveways and associated works – Infrastructure works bond

To ensure that works on Council property are carried out to Council’s requirements, the
developer must lodge a bond to the value of $12,700 (Twelve thousand, seven hundred
Dollars).  The Bond may be in the form of a bank guarantee and must be lodged prior to the
issue of a Construction Certificate.  The Bond will not be released until Council has inspected
the site and is satisfied that the works have been carried out to Council’s requirements.
Council may use part or the entire Bond to complete the works to its satisfaction if the works
do not meet Council’s requirements.

21. Road Opening Permit

Prior to the commencement of any excavation in Council controlled roadways or footpath
areas, the developer must obtain a road opening permit from Council’s Customer Services
Counter.  Restoration of roads, footpaths, retaining walls, kerbs and gutters must be carried
out in accordance with the relevant clauses of the current edition of AUS-SPEC.

22. Footpath levels

The existing footpath level and grade at the street alignment of the property must be
maintained.

23. Protection of services

Prior to any excavation works, the location and depth of all services (telephone, cable TV,
electricity, gas, water, sewer, drainage, etc.) must be ascertained. The developer must meet all
costs of any adjustment, relocation or reinstatement of any services.
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24. Storage of materials and plant on Council’s footpath

Building, excavation or demolition materials and plant must not be stored on Council’s
footpath and/or roadway unless prior written approval has been obtained from Council’s
Development Engineer.

25. Public footpaths

A safe pedestrian circulation route a minimum of 1.5m wide and with a pavement free of trip
hazards must be maintained at all times on or adjacent to the public footpaths fronting the
construction site.  Where the footpath is damaged, repair works must be carried when directed
by Council officers and in accordance with the relevant clauses of the current edition of AUS-
SPEC.

Where circulation is diverted on to the roadway clear directional signage and protective
barricades must be installed in accordance with Aust AS1742-3 1996 “Traffic Control
Devices for Work on Roads”.

If pedestrian circulation is not satisfactorily maintained, and action is not taken promptly to
rectify the defects, Council may carry out remedial works and deduct the cost from the
Damage Security Deposit.

26. Repair of Damaged Infrastructure

If Council’s infrastructure is damaged during the course of works, Council’s Development
Engineer must be notified and necessary repairs must be undertaken within the time stipulated
by Council, to Council’s specifications, and at no cost to Council. Works generally must be in
accordance with the relevant clauses of the current edition of AUS-SPEC.

If work is not undertaken to the satisfaction of the Development Engineer with regard to time
or quality, Council may carry out remedial works and deduct the cost from the Damage
Security Deposit.

27. Damage security deposit

A security deposit of $ 42,000 (Forty two thousand Dollars) for the cost of making good any
damage to Council property caused as a consequence of the construction work, plus an
administration fee of $150.00, must be paid to Council prior to the issue of the Construction
Certificate.  The security deposit, which may be in the form of a bank guarantee, has been
calculated in accordance with the following schedule.

Estimated cost of work Deposit

Works up to $50,000 $2,000
Works in excess of $50,000 & up to $100,000 $4,000
Works in excess of $100,000 $4,000+$200/$10,000
estimated cost>$100,000

Council may use all or part of the Damage Security Deposit to complete damage restoration
works if they do not meet Council’s requirements.
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28. Vehicular access and garaging

Driveways and access ramps must be designed and constructed not to scrape the underside of
cars.

In all other respects the proposed basement garage, driveway and access ramp must be
designed to comply with Australian Standard 2890.1 – “Off-Street car parking”.

29. Compliance with the recommendations of the geotechnical and hydrogeological
reports

The development works are to be undertaken in accordance with the recommendations of the
Geotechnical and Hydrogeological report/s prepared by Earth Air Water Consulting and
Monitoring P/L (Refer to J/No 485 dated 8th December 2003.

30. Vibration Monitoring Program

Vibration resulting from construction activities can adversely affect surrounding property and
infrastructure. To ensure that vibration created by the method of construction does not
adversely impact on the existing building, surrounding property and infrastructure, a
Vibration Monitoring Program must be implemented.

Prior to the issue of the Construction Certificate, the applicant must submit to the Accredited
Certifier details of the proposed Vibration Monitoring Program. A qualified and practising
geotechnical and/or hydrogeological engineer must prepare the Vibration Monitoring Program
and undertake all associated investigations. Details to be included in Vibration Monitoring
Program to include:

a) pre-set acceptable limits for the variation of:

− settlement
− deflection or movement of retaining mechanisms such as shoring and bracing and
− vibration in accordance with AS 2187.2 1993 Appendix J, including acceptable

velocity of vibration.

b) the location and type of monitoring systems to be used
c) recommended hold points to allow for inspection and certification by a geotechnical

engineer and
d) a contingency plan should the pre-set acceptable limits be exceeded.

31. Certification of Vibration Monitoring

A record of inspections and monitoring of vibration in accordance with the Vibration
Monitoring Program must be submitted in a report form to the Accredited Certifier prior to
release of the Certificate of Occupancy or final building inspection as appropriate. A qualified
and practising geotechnical and/or hydrogeological engineer must prepare certification.

32. Structural Certification of excavation works and associated structures.

The following development works have been identified as possibly effecting the stability of
surrounding property and structures during their construction;
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• Retaining wall required for the courtyard area.
• Basement garage and gym level.

Due to this, the excavation and construction of these development works must be overseen by
an engineer. This is to ensure the stability of surrounding property / infrastructure is not
adversely effected by such works.

Excavation, retention, underpinning and construction must be undertaken on-site by an
excavation contractor with specialist excavation experience. A suitably qualified geotechnical
or structural engineer, specialising in excavation, must supervise the excavation procedure.

This engineer is to provide certification to the Accredited Certifier, prior to issue of Final
Building Certificate, that excavation, retention, underpinning and construction of all the
excavation works stated above has been conducted:

a. According to the relevant Australian Standards and Codes of Practice, and
b. In a manner that does not compromise the structural integrity of all adjacent structures

and property.

33. Dilapidation survey

A dilapidation survey of the property and infrastructure must be conducted prior to any site
work. The lateral extent of the survey must cover the likely “zone of influence” of any
dewatering and/or construction induced vibration. A practicing structural engineer must
prepare a full dilapidation report on the structural condition of all existing structures at the
following locations:

• No. 55 Village High Road
• No. 51 Village High Road

The Report must be completed and submitted to Council prior to the commencement of any
demolition, excavation or construction works.

A second dilapidation report, recording structural conditions of all structures originally
assessed prior to the commencement of works, must be carried out at the completion of the
works and be submitted to Council.

34. Existing trees which must be retained

Approval is NOT granted for the removal of the following trees, which Council has
determined to be significant landscape elements.

Council
Reference No:

Species Location Dimension
(Metres)

1 Glochidion ferdinandii Cheese Tree Rear West boundary 10m x 10m
2 Glochidion ferdinandii Cheese Tree Rear boundary 10m x 7m
3 Eucalyptus sp . Gum tree North side of rear boundary 14m x 10m

The Construction Certificate plans must include reference to the retention of the above
mentioned trees and identify the trees by Councils reference number (Ref No:) and
colour or shade them in the colour green for trees to be retained and yellow for trees to
be transplanted.
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35. Trees which may be removed

This consent includes approval under Council’s Tree Preservation Order to remove the
following trees:

Council
Reference No:

Species Location Dimension
(Metres)

4 Ficus benjamina Weeping Fig Rear yard – East side 4m x 3m
5 Eribotrya japonica Loquat tree Rear yard 9m x 6m
6 Gleditsia triacanthos cvs Honey Locust Rear yard – West side 10m x 6m
7 Olea europea var. africana African Olive Front yard – East side 5m x 4m

The Construction Certificate plans must include reference to the removal of the above
mentioned trees and identify the trees by Council’s reference number (Council Ref No:)
and colour or shade them in the colour red.

36. No excavation within tree root zones

To allow for the preservation of a viable root zone, excavation work must not be undertaken
within the specified radius of the trunks of the following tree.  Beyond this radius, excavation
is permissible only after root pruning by hand along the perimeter line of such works has been
carried out.

Council
Reference No:

Species Location Radius from
Trunk(Metres)

1 Glochidion ferdinandii Cheese Tree Rear West side 2.5m

37. Level changes in the vicinity of trees

No level changes are to occur within the dripline of the canopy of the following trees in order
to allow for the preservation of their root zones.

Council
Reference No:

Species Location Dimension
(Metres)

1 Glochidion ferdinandii Cheese Tree Rear West boundary 10m x 10m
2 Glochidion ferdinandii Cheese Tree Rear boundary 10m x 7m
3 Eucalyptus sp . Gum tree North side of rear

boundary
14m x 10m

38. Protective fencing mulching and irrigation around trees

To limit the potential for damage to trees to be retained, the area beneath their canopies must
be fenced. The fencing must encompass the maximum possible area covered by the dripline of
the canopy to allow for development and remain in place until the completion of building
works.  The fencing should be a minimum of a 1.8 metres high chainlink or welded mesh
fencing. The fencing is to be maintained for the duration of the building works.

To ensure adequate moisture levels for the growing medium, protected within the fenced
areas, all areas within the perimeter of the safety fencing are to be covered with woodchip
mulch to a depth of 100mm. All steep gradients unable to be effectively covered with mulch
are to be protected with hessian cloth to be kept at a moisture level sufficient to ensure the
preservation of tree root systems.
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To ensure the continued preservation of the aforementioned existing trees by providing
adequate soil moisture, a irrigation program or temporary irrigation system is to be installed
and an irrigation program maintained during the full course of construction works.

39. Reinstatement of grass verge

The grass verge must be reinstated to contain a uniform minimum of 75mm of friable
growing medium and have a total cover of Couch turf.  Any alternative treatment must be
carried out to the satisfaction of Council’s Development Engineer.

40. Removal of noxious weeds

To prevent the spread of undesirable and invasive species and to ensure the preservation of
urban bushland within the Municipality, all weeds identified within the Noxious Weeds Act
1993 (Order No 7) and the following identified Woollahra Municipality bushland invasive
plant species must be removed from the development site.

Botanical Name Common Name

a. Ligustrum sinense Small-leaved Privet
b. Ligustrum lucidum Large-leaved Privet

40. Photographic archival recording of buildings with little or no heritage significance that
are to be demolished:

A photographic archival record of the building and landscape elements to be demolished is to
be submitted, to the satisfaction of Council’s heritage officer, prior to the commencement of
demolition work and prior to the issue of a Construction certificate.

The photographic archival recording is to be bound in an A4 format and is to include the
following:

• Site plan at a scale of 1:200 (or 1:500) if appropriate of all structures and major
landscape elements including their relationship to the street and adjoining properties.

• Postcard sized photographs of:

(i) each elevation,
(ii) each structure and landscape feature;
(iii) internal or external details if nominated in Council’s heritage officer’s assessment

report; and
(iv) views to the subject property from each street and laneway or public space.

Each photograph to be mounted, labelled and cross-referenced in accordance with
recognised archival recording practice.

One original coloured photographic set and a coloured photocopy are to be submitted to the
satisfaction of Council s heritage officer prior to the commencement of demolition work and
prior to the issue of a construction certificate. The original will be retained by Council and
the coloured photocopy will be provided to the Woollahra Local History Library.
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41. Requirement for a Construction Certificate

In accordance with the provisions of Section 81A of the Environmental Planning and
Assessment Act 1979, the erection of the building must not be commenced until:

(a) detailed plans and specifications of the building have been endorsed with a Construction
Certificate by:

(i) Council; or
(ii) an accredited certifier; and

(b) a principal certifying authority (PCA) has been appointed and the Council has been
notified in writing of the appointment, and

(c) at least two days notice, in writing, has been given to Council of the intention to
commence work.

42. Structural details

Structural engineering details and design calculations, prepared and certified by a qualified
practising Structural Engineer, must be submitted with Construction Certificate application,
for all reinforced concrete work, structural steel work, retaining walls, brick fences, shoring
and underpinning, isolated piers, chimneys, parapets and other structural members.

This condition is imposed to ensure the structural integrity of the proposed building work.

43.    Demolition, excavation and construction hours

Demolition, excavation and construction work must not take place outside the hours of
7.00am to 5.30pm Monday to Friday and 7.00am to 1.00pm Saturday.  No work and no
deliveries are to take place on Sundays and public holidays.   Noise from construction
activities associated with the development must comply with the guidelines contained in the
NSW EPA Environmental Noise Control Manual Chapter 171.

44. Building Inspections

The Applicant, Owner and Builder, jointly and severally, must ensure that they call their
Principal Certifying Authority ("the PCA") to carry out such critical phase building
inspections required by the PCA, the PCA Service Agreement and that the PCA is satisfied
with the level of compliance achieved before the Builder proceeds to the next phase of
construction.  Ample notice of required inspections must be given to the PCA in accordance
with the PCA Service Agreement. The Applicant, Owner and Builder must comply with the
PCA Service Agreement (Service Contract) and any lawful direction given by the Principal
Certifying Authority.

This condition has been imposed to ensure that critical phase building inspections take place
to check that building works are proceeding in compliance with development consent,
construction certificates, engineering details, the Building Code of Australia and relevant
standards called up by such consent, certificates, details and building code.
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Note: It is the responsibility of the PCA to ensure that critical phase building inspections are
undertaken in accordance with a PCA Service Agreement and issue to the Applicant, Owner
and Builder appropriate Notice under Section 109L of the Environmental Planning &
Assessment Act 1979 ("the Act") where any breach of this consent occurs.  Failure of the
PCA to issue such notice may result in Council taking action under Section 109V of the Act.
Failure of the Applicant, Owner and Builder to comply with a PCA Service Agreement and
comply with lawful directions of the PCA under this condition may result in Council issuing
fines, notices, orders and commencing legal proceedings.  Council will only enter into PCA
Agreements with the Owner of the land being developed.  Council, if appointed as the PCA,
will report to the owner of the land being developed.

45. Long Service Levy Payment

A Long Service Levy under Section 34 of the Building & Construction Industry Long Service
Payment Act , 1986, must be paid and proof of payment provided prior to the issue of a
Construction Certificate.

46. Site fencing

The site must be appropriately secured and fenced to the satisfaction of Council during
demolition, excavation and construction work to ensure there are no unacceptable impacts on
the amenity of adjoining properties. Permits for hoardings and or scaffolding on Council land
must be obtained and clearly displayed on site.

47. Compliance with Building Code of Australia

(a) All building work must be carried out in accordance with the provisions of the Building
Code of Australia.

(b) This condition does not apply to the extent to which an exemption is in force under
Clause 187 or 188, of the Environmental Planning and Assessment Regulation 2000,
subject to the terms of any condition or requirement referred to in Clause 187 (6) or 188
(4) of the Regulation.

48. Residential building work

(a) Building work that involves residential building work (within the meaning of the Home
Building Act 1989) must not be carried out unless the principal certifying authority
(PCA) for the development to which the work relates:

• in the case of work to be done by a licensee under that Act:

(i) has been informed in writing of the licensee's name and contractor license
number; and

(ii) is satisfied that the licensee has complied with the requirements of Part 6 of that
Act; or

• in the case of work to be done by any other person:

(iii) has been informed in writing of the person's name and owner-builder permit
number; or
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(iv) has been given a declaration, signed by the owner of the land, that states that the
reasonable market cost of the labour and materials involved in the work is less
than the amount prescribed for the purposes of the definition of owner-builder
work in Section 29 of that Act,

and is given appropriate information and declarations under paragraphs (a) and (b)
whenever arrangements for the doing of the work are changed in such a manner as to
render out of date any information or declaration previously given under either of those
paragraphs.

Note:The amount referred to in paragraph (a) (iv) above is prescribed by regulations under the
Home Building Act 1989.  As at the date on which this Regulation was Gazetted, that
amount was $3,000.  As those regulations are amended from time to time, so that
amount may vary.

(b) A certificate purporting to be issued by an approved insurer under Part 6 of the Home
Building Act 1989 that states that a person is the holder of an insurance policy issued for
the purposes of that Part is, for the purposes of this clause, sufficient evidence that the
person has complied with the requirements of that Part.

49. Toilet facilities

(a) Toilet facilities must be provided, at or in the vicinity of the work site on which work
involved in the erection or demolition of a building is being carried out, at the rate of
one toilet for every 20 persons or part of 20 persons employed at the site.

(b) Each toilet provided:

(a) must be a standard flushing toilet; and

(b) must be connected:

(i) to a public sewer; or
(ii) if connection to a public sewer is not practicable, to an accredited sewage

management facility approved by the Council; or
(iii) if connection to a public sewer or an accredited sewage management facility

is not practicable, to some other sewage management facility approved by
the Council.

(c) The provision of toilet facilities in accordance with this clause must be completed
before any other work is commenced.

(d) In this condition:

accredited sewage management facility means a sewage management facility to which
Division 4A of Part 3 of the Local Government (Approvals) Regulation 1993 applies, being a
sewage management facility that is installed or constructed to a design or plan the subject of a
certificate of accreditation referred to in Clause 95B of the Regulation.

approved by the Council means the subject of an approval in force under Division 1 of Part 3
of the Local Government (Approvals) Regulation 1993.
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public sewer has the same meaning as it has in the Local Government (Approvals) Regulation
1993.

sewage management facility has the same meaning as it has in the Local Government
(Approvals) Regulation 1993.

50. Residential building work over $12,000 in value

Council must be provided with the following information prior to the commencement of any
works;

(a) the proposed builder's details (in writing); and
(b) proof of payment of the required insurance premium pursuant to Part 6 of the Home

Building Act 1989.

51. Swimming Pools and Spa Pools

The pool must comply with the following requirements:

• all waste water must be drained into the main sewer with the permission of Sydney
Water;

• filtration or other mechanically operated equipment must be operated by a time switch
and must be installed set and sealed so that the operation of such equipment is limited to
between the hours of 7.00 am and 8.00 p.m. Monday to Saturday and 8:00am and
8:00pm on Sundays and public holidays;

• filtration or other mechanically operated equipment must be installed in a masonry
housing and treated to prevent the noise level, when the equipment is in operation, from
rising above the background noise level, when measured at the boundaries of the subject
site;

• vertical depth markers must be permanently fitted and clearly visible at the deep and
shallow ends of the pool to ensure reasonable levels of safety;

• where the pool concourse is higher than 1 metre above the adjacent ground level, a
protective guard or handrail complying with the provisions of Clause D2.16 of the
Building Code of Australia must be fitted;

• an egress ladder or steps into the pool must be provided to ensure reasonable levels of
safety;

• the pool must be fenced, prior to filling the structure with water to a depth of 300 mm or
more in such a manner so as to obstruct the entry to the pool in accordance with the
provisions of the Swimming Pools Act 1992 and Regulations and Australian Standard
1926 "Fences and Gates for Private Swimming Pools;"

• all overflow and splash must be contained within the boundaries of the site, to ensure
reasonable levels of amenity for neighbouring properties and the locality;

• warning notices must be provided in accordance with the provisions of the Swimming
Pools Act 1992 Section 17 and Regulation 8, to ensure reasonable levels of safety.

52. Standard for demolition

All demolition work must be undertaken in accordance with the provisions of Australian
Standard AS2601-2001: The Demolition of Structures.
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D8 DA 664/2004 – 86 Old South Head Road, Vaucluse – Section 82A Review  - Refusal of
the development application – 15/12/2004, 23/5/2005 (elevation shadow diagrams),
1/6/2005 (revised plans and elevational shadow diagrams)

Note: Mr T Moon the applicant, addressed the Panel.

Note: The Panel amended condition No. 10 and added new conditions Nos. 55 (Fireplace) and
56 (Air conditioning system).

(Hatton/Bluett)

Resolved: Pursuant to Section 82(A) of the Environmental Planning and Assessment Act, 1979

THAT the Council, as the consent authority, grant development consent to Development
Application No. 664/2004 for the demolition of the existing dwelling-house and garage/carport
structure and the construction of a new dwelling-house, swimming pool and landscaping works on
land at 86 Old South Head Vaucluse, subject to the following conditions:

1. Approved Plans

The development must be carried out in accordance with plans numbered DA1C, DA2A,
DA3B, and DA04D, dated August 2004, May 2004, August 2004, and May 2005,
respectively, and drawn by Timothy Moon Architects, including landscape plan numbered
L01, dated Dec ‘03, and drawn by Hortus Design, all of which carry a Council stamp
“Approved DA Plans” and the signature of a Council officer, except where amended by the
following conditions.

2. Side and Rear Boundary Fences

The existing side and rear boundary fences are to be retained and a separate development
application is to be submitted for any proposed new side and rear boundary fences. This
condition has been imposed to maintain the amenity of surrounding properties. Details
demonstrating compliance must be submitted with the Construction Certificate.

3. Requirement for a Construction Certificate

In accordance with the provisions of Section 81A of the Environmental Planning and
Assessment Act 1979, the erection of the building must not be commenced until:

(a) detailed plans and specifications of the building have been endorsed with a Construction
Certificate by:

(i) Council; or
(ii) an accredited certifier; and

(b) a principal certifying authority (PCA) has been appointed and the Council has been
notified in writing of the appointment, and

(c) at least two days notice, in writing, has been given to Council of the intention to
commence work.
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4. Structural details

Structural engineering details and design calculations, prepared and certified by a qualified
practising Structural Engineer, must be submitted with Construction Certificate application,
for all reinforced concrete work, structural steel work, retaining walls, brick fences, shoring
and underpinning, isolated piers, chimneys, parapets and other structural members.

This condition is imposed to ensure the structural integrity of the proposed building work.

5. Demolition, excavation and construction hours

Demolition, excavation and construction work must not take place outside the hours of
7.00am to 5.30pm Monday to Friday and 7.00am to 1.00pm Saturday.  No work and no
deliveries are to take place on Sundays and public holidays.   Noise from construction
activities associated with the development must comply with the guidelines contained in the
NSW EPA Environmental Noise Control Manual Chapter 171.

6. Machine excavation

Excavation or removal of any materials involving the use of machinery of any kind, including
compressors and jack hammers, must be limited to between 9.00am and 4.00 pm Mondays to
Fridays, with regular breaks of 15 minutes each hour.  This condition is imposed to ensure
reasonable standards of amenity for occupants of neighbouring properties.

7. Levels

For the purpose of indicating relative levels in terms of Australian Height Datum and
boundary clearances, and to ensure that building construction complies with the development
consent, survey certificates must be provided to the PCA in respect of the building/s layout
and ground floor level/s prior to pouring of concrete or laying of timber floor boards.

8. Building Inspections

The Applicant, Owner and Builder, jointly and severally, must ensure that they call their
Principal Certifying Authority ("the PCA") to carry out such critical phase building
inspections required by the PCA, the PCA Service Agreement and that the PCA is satisfied
with the level of compliance achieved before the Builder proceeds to the next phase of
construction.  Ample notice of required inspections must be given to the PCA in accordance
with the PCA Service Agreement. The Applicant, Owner and Builder must comply with the
PCA Service Agreement (Service Contract) and any lawful direction given by the Principal
Certifying Authority.

Note: It is the responsibility of the PCA to ensure that critical phase building inspections are
undertaken in accordance with a PCA Service Agreement and issue to the Applicant, Owner
and Builder appropriate Notice under Section 109L of the Environmental Planning &
Assessment Act 1979 ("the Act") where any breach of this consent occurs.  Failure of the
PCA to issue such notice may result in Council taking action under Section 109V of the Act.
Failure of the Applicant, Owner and Builder to comply with a PCA Service Agreement and
comply with lawful directions of the PCA under this condition may result in Council issuing
fines, notices, orders and commencing legal proceedings.  Council will only enter into PCA
Agreements with the Owner of the land being developed.  Council, if appointed as the PCA,
will report to the owner of the land being developed.
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9. Occupation of premises

The premises must not be occupied prior to the issue of an Occupation Certificate.

10. Existing trees which must be retained

Approval is NOT granted for the removal of the following tree, which Council has determined
to be significant landscape elements.

Council
Reference
No:

Species Location Dimension (Metres)

1 Eucalyptus sp . Gum tree Street tree 3 x 1.5m

The Construction Certificate plans must include reference to the retention of the above
mentioned trees and identify the trees by Councils reference number (Ref No:) and
colour or shade them in the colour green for trees to be retained and yellow for trees to
be transplanted.

11. Replacement trees which must be planted

The following replacement tree species must be planted to ensure the preservation of the
landscape character of the area. Details in compliance with the following criteria specifying
the species and planting locations of the replacement plants must be included on the
Landscape Plan for approval by Council or the accredited certifier with or before the
application for a Construction Certificate.

Species/Type Planting Location Container Size
or Size of Tree

Minimum Dimensions at
Maturity

As per the submitted
Hortus landscape plan
drawing No. LO1 dated
December 2003.

As per the submitted Hortus
landscape plan drawing No.
LO1 dated December 2003.

75 litre bags As per the submitted Hortus
landscape plan drawing No.
LO1 dated December 2003.

1 x Angophora costata
Sydney Red Gum

Street tree front of property 35 litre bag 8 x 5m

12. Street trees

a) The area beneath the canopy of any street tree adjacent to the frontage of the property,
excluding vehicle crossings and footpaths, must be fenced using a minimum of 1.8
metres high chainlink or welded mesh fencing. The fencing must be maintained for the
duration of the building works. Storage of materials or plant must not occur within the
fenced area.

13. Reinstatement of grass verge

The grass verge must be reinstated to contain a uniform minimum of 75mm of friable
growing medium and have a total cover of Couch turf.  Any alternative treatment must be
carried out to the satisfaction of Council’s Development Engineer.
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14. Stormwater Management Plan including On-Site Detention

Prior to the issue of the Construction Certificate, a Stormwater Management Plan for the
development site must be submitted and approved by the Accredited Certifier. This Condition
is imposed to ensure site stormwater is disposed in a controlled and sustainable manner.

The Stormwater Management Plan must be in accordance with Council’s Draft Stormwater
Development Control Plan and Local Approval Policy (DCP-LAP), and generally in
accordance with the drainage plans and documentation prepared by Acor Consultants Issue A
C1.01 dated Dec 2003

Stormwater run-off from the proposed development must drain to the existing pit in Old
South Head Road Vaucluse.  New drainage systems must be designed having regard to the
need to prevent stormwater from entering buildings in accordance with the Building Code of
Australia (BCA).

An on-site stormwater detention (OSD) system must be provided. The minimum (On) Site
Storage Requirements (SSR) and the Peak Site Discharge (PSD) from the site must be
designed according to the following storage/discharge relationships taken from Council’s
Draft Stormwater Development Control Plan.

2 year ARI P.S.D 19.8 L/s
Min. Volume 3.4 m3

100 Year ARI P.S.D 28.7 L/s
Min. Volume 21.1 m3

(Single)

The Stormwater Management Plan must include the following specific requirements:

a) Layout plan

A detailed drainage plan at a scale of 1:100 based on drainage calculations prepared in
accordance with the Institute of Engineers Australia publication, Australian Rainfall
and Run-off, 1987 edition or most current version thereof. It must include:

• All pipe layouts, dimensions, grades, lengths and material specification
• Location of On-Site Detention unit
• All invert levels reduced to Australian Height Datum (AHD)
• Location and dimensions of all drainage pits
• Point and method of connection to Councils drainage infrastructure
• Overland flow paths over impervious areas.

b) On-site Detention (OSD) details:

• Internal dimensions and volume of the proposed detention storage.
• Diameter of the outlet to the proposed detention storage basin.
• Plans, elevations and sections showing the detention storage basin invert level,

centre-line level of outlet, top water level, finished surface level and adjacent
structures.

• Details of access and maintenance facilities.
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• Construction and structural details of all tanks and pits and/or manufacturer’s
specifications for proprietary products.

• Details of the emergency overland flow-path (to an approved Council drainage
point) in the event of a blockage to the on-site detention system.

• Non-removable fixing details for orifice plates where used.

c) Copies of certificates of title, showing the creation of private easements to drain water
by gravity, if required.

d) Subsoil Drainage

• Subsoil drainage details, clean out points, discharge point.

15. On-Site Detention requirements

The on-site detention system must be designed having regard to the following requirements:

a) On-Site Detention (OSD) storages must, generally, be as close as possible to the lowest
point of the site and be designed to collect all piped and surface stormwater run-off
from the site.  The location and design of the OSD storage must not have a detrimental
impact on upstream or adjacent properties.

b) Storage’s must not be located in drainage easements and/or overland flow paths, which
convey catchment flows through the site.

Where all of a site cannot be drained through the
OSD storage, additional storage (attenuation) is
required in accordance with the following table.

% of site bypassing OSD

% increase in required
storage

0 0
5 2.5
10 5
15 7.5
20 10

The area bypassing the OSD system must not exceed 20 percent of the total site area
and the total outflow from the site (from the OSD tank and from any bypass areas) must
not exceed the required Peak Site Discharge (PSD) specified. Areas not draining to the
OSD system must be discharged to a Council approved drainage point.

c) Discharge restriction from OSD systems must be by the use of appropriately sized short
length of reduced diameter pipe or non-removable orifice plate (Dyna-bolted with 2-part
epoxy). Discharge control pits must be fitted with screens. Screens must be able to be
easily removed for routine maintenance.  The screen must:

• Protect the outlet from blockage,
• Dissipate the kinetic energy of inflows creating static conditions around the

discharge restriction, which help to achieve predictable discharge coefficients, and
• Retain litter and debris, which would degrade downstream waterways
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d) Below-ground Storage

• Building floor levels must be set above the top water level (TWL) of OSD
storages with 150mm freeboard where the OSD storage is located near buildings.
This requirement applies to both new and existing buildings.

• Backwater protection device(s) must be provided where there is the potential for
backwater from OSD system into areas that are below the OSD system overflow
level.

e) Construction, Access and Maintenance

• Bondek must not be used in a composite slab design.
• Internal supporting walls must be minimised to ease maintenance.  Typically,

internal supports must only be considered for spans greater than 3m.
• Tank needs to be checked for normal earth, surcharge, traffic and hydrostatic

loads.  Where free draining soils do not exist around the tank, buoyancy must be
considered.

• Excavation for the tank must be checked for impact on the zone of influence of
adjacent footings and structures.

• A depression within the OSD system is not to be used to provide a silt/sediment
trap.  Where required a proprietary silt/oil arrestor must be provided (treatment of
runoff from vehicle parking areas)

• Access for cleaning (typically slushing) must be provided at the upstream and
downstream ends of the tank.  Access must also be provided in the immediate
vicinity of the discharge point.  Generally, grated access points must be provided
to enable venting.  Where access points need to be sealed, alternative ventilation
means (incl mechanical, if required,) must be provided.

• The on-site detention must have a minimum access opening size of 600mm x
600mm for tank depths less than 1.5m and 900mm x 900mm opening size for
deeper tanks.  The access point must be fitted with a hinged, lockable galvanised
grate and be placed over the outlet.  Step irons must be placed at the access point
to enable entry for maintenance and inspection.  The designer must consider the
provisions of AS 2865-1986 ‘Safe working in a confined Space’ and other work
cover requirements.

16. Positive Covenant  - Drainage system

A Positive Covenant, pursuant to Section 88E of the Conveyancing Act, must be created on
the title of the subject property. The Covenant must provide for the indemnification of
Council from any claims or actions and the on-going maintenance of the on-site detention
and/or pump and sump system in the development. This includes all ancillary gutters, pipes,
drains, walls, kerbs, pits, pumps, grates, tanks, chambers, basins and surfaces designed to
temporarily detain stormwater.

The wording of the Instrument must be in accordance with Council’s standard format
(available from Councils web-site http://www.woollahra.nsw.gov.au) and the Instrument must
be registered at the Land Titles Office prior to the Final Building Inspection and issuance of
the Certificate of Occupation.
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17. Compliance with the Stormwater Management Plan

The stormwater drainage system must be constructed in accordance with the Stormwater
Management Plan as prepared by Acor Consultants Issue A C1.01 dated December 2003

18. Stormwater Certification and Work-As-Executed (WAE) Plans

Prior to the release of the Final Building Certificate, Certification and Work-As-Executed
(WAE) plans must be submitted and approved by the Accredited Certifier demonstrating that
the site drainage system has been provided according to the submitted calculations and/or
approved plans.

Certifications must be provided by a suitably qualified engineer. WAE plans must be prepared
and certified by a Registered Surveyor.

The following must be provided:

a) Certification that:

• The drainage system has been installed in accordance with the drainage
Conditions of Development Consent.

• That all drainage components, including the on site detention, are structurally
adequate and have been installed in accordance with the relevant Codes and
Standards and/or specifications.

• That the on-site detention system will provide the detention storage volume and
attenuation in accordance with the submitted calculations.

b) Work-As-Executed (WAE) plans showing:

• Pipe and drainage system layout, including all pits, pipe diameters, grades,
materials, invert levels and surface levels.

• Details (exact point and method) of connection to Council system
• OSD tank dimensions, location and orifice plate/outlet details.
• Contours indicating the direction in which water will flow should the OSD storage

overflow.

19. Erosion and sediment control

An erosion and sediment control plan, designed in accordance with the SSROC Soil and
Water Management Brochures titled “Do it Right on Site” and the current version of the NSW
Landcom publication “Managing Urban Stormwater: Soils and Construction” (The Blue
Book), must be prepared to show erosion and sediment control measures which are to be
installed. The Plan must be submitted to Council or the accredited certifier for approval before
commencement of excavation or construction work.

20. Compliance with erosion and sediment control plan

The erosion and sediment control plan must be implemented during site works and
construction activities and comply with Erosion Sediment control plan prepared by Acor
Consultants Issue A C1.01 dated December 2003.  All controls in the Plan must be
maintained at all times. A copy of the Plan must be kept on-site at all times and made
available to the accredited certifier and Council officers on request.
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21. Stockpiles

Stockpiles of topsoil, sand, aggregate, soil or other material must not be located on any
drainage line or easement, natural watercourse, footpath or roadway, or within the dripline of
any Street Tree. Stockpiles within the construction site must be protected with adequate
sediment controls, in accordance with Council’s Code for Sediment Control.

22. Location of building operations

Building operations such as brick cutting, washing tools or brushes and mixing mortar must
not take place on public roadways or footways or in any other location which could lead to the
discharge of materials into the stormwater drainage system.

Footpaths, gutters and roadways must be swept regularly to keep them free from sediment.

23. Temporary disposal of roof water

Stormwater from any roof areas must be linked, via a temporary downpipe, to a Council
approved stormwater disposal system immediately upon completion of the roof installation.

24. Site fencing

The site must be appropriately secured and fenced to the satisfaction of Council during
demolition, excavation and construction work to ensure there are no unacceptable impacts on
the amenity of adjoining properties. Permits for hoardings and or scaffolding on Council land
must be obtained and clearly displayed on site.

25. Works on Council land - Infrastructure works Bond

To ensure that works on Council property are carried out to Council’s requirements, the
developer must lodge a bond to the value of $ 9,900.  The Bond may be in the form of a bank
guarantee and must be lodged prior to the issue of a Construction Certificate.  The Bond will
not be released until Council has inspected the site and is satisfied that the works have been
carried out to Council’s requirements. Council may use part or all of the Bond to complete the
works to its satisfaction if the works do not meet Council’s requirements.

26. Damage security deposit

A security deposit of $ 18,000 for the cost of making good any damage to Council property
caused as a consequence of the construction work, plus an administration fee of $150.00, must
be paid to Council prior to the issue of the Construction Certificate.  The security deposit,
which may be in the form of a bank guarantee, has been calculated in accordance with the
following schedule.

Estimated cost of work Deposit

Works up to $50,000 $2,000
Works in excess of $50,000 & up to $100,000 $4,000
Works in excess of $100,000 $4,000+$200/$10,000 estimated

cost>$100,000
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Council may use all or part of the Damage Security Deposit to complete damage restoration
works if they do not meet Council’s requirements.

27. Footpath levels

The existing footpath level and grade at the street alignment of the property must be
maintained.

28. Protection of services

Prior to any excavation works, the location and depth of all services (telephone, cable TV,
electricity, gas, water, sewer, drainage, etc.) must be ascertained. The developer must meet all
costs of any adjustment, relocation or reinstatement of any services.

29. Road Opening Permit

Prior to the commencement of any excavation in Council controlled roadways or footpath
areas, the developer must obtain a road opening permit from Council’s Customer Services
Counter.  Restoration of roads, footpaths, retaining walls, kerbs and gutters must be carried
out in accordance with the relevant clauses of the current edition of AUS-SPEC.

30. Storage of materials and plant on Council’s footpath

Building, excavation or demolition materials and plant must not be stored on Council’s
footpath and/or roadway unless prior written approval has been obtained from Council’s
Development Engineer.

31. Public footpaths

A safe pedestrian circulation route a minimum of 1.5m wide and with a pavement free of trip
hazards must be maintained at all times on or adjacent to the public footpaths fronting the
construction site.  Where the footpath is damaged, repair works must be carried when directed
by Council officers and in accordance with the relevant clauses of the current edition of AUS-
SPEC.

Where circulation is diverted on to the roadway clear directional signage and protective
barricades must be installed in accordance with Aust AS1742-3 1996 “Traffic Control
Devices for Work on Roads”.

If pedestrian circulation is not satisfactorily maintained, and action is not taken promptly to
rectify the defects, Council may carry out remedial works and deduct the cost from the
Damage Security Deposit.

32. Completion of infrastructure work

All infrastructure works must be completed and be certified by the accredited certifier as
meeting all Council requirements and as-built drawings are to be submitted to Council’s
Development Engineer, prior to the release of the Infrastructure Works Bond. Works
generally must be in accordance with the relevant clauses of the current edition of AUS-
SPEC.
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33. Driveways and associated works

The following works must be undertaken at the applicant’s expense prior to the final building
inspection and the issuance of the Occupation Certificate.

• Construction of a new concrete driveway crossing and layback in accordance with
Council’s Standard Drawing RF2.  Levels in the footpath area must match existing.

• Removal of all driveway crossings and kerb laybacks which will be no longer required.
• Reinstatement of footpath, kerb and gutter to match existing.
• Where a grass verge exists, the balance of the area between the footpath and the kerb

over the full frontage of the proposed development must be turfed.  The grass verge
must be constructed to contain a uniform minimum 75mm of friable growing medium
and have a total cover of Couch turf.

An “Application for permission to construct a vehicle and special crossing by private
contractor” must be completed and submitted to Council’s Customer Service Centre prior to
commencement of construction of a new driveway.  For any technical enquiries regarding
alteration to existing footpath levels or alignments, please contact Council’s Works
Supervisor.

34. Repair of Damaged Infrastructure

If Council’s infrastructure is damaged during the course of works, Council’s Development
Engineer must be notified and necessary repairs must be undertaken within the time stipulated
by Council, to Council’s specifications, and at no cost to Council. Works generally must be in
accordance with the relevant clauses of the current edition of AUS-SPEC.

If work is not undertaken to the satisfaction of the Development Engineer with regard to time
or quality, Council may carry out remedial works and deduct the cost from the Damage
Security Deposit.

35. Vehicular access and garaging

Driveways and access ramps must be designed not to scrape the underside of cars.

In all other respects, proposed garage/car park/basement car park, driveways and access
ramps must be designed to comply with Australian Standard AS 2890.1 – “Off-Street car
parking.”

To enable vehicles to turn around and exit in a forward direction onto Old South Head Rd a
vehicular turntable is to be provided in the driveway area in front of the car park in
accordance with details submitted by Timothy Moon Architects dated 11 June 2004.

36. Structural Certification of excavation works and associated structures.

The following development works have been identified as possibly effecting the stability of
surrounding property and structures during their construction;

• Swimming pool
• Basement Carparking Level



Woollahra Municipal Council Application Assessment Panel Minutes

Application Assessment Panel of 21 June 2005 Page 39

Due to this, the excavation and construction of these development works must be overseen by
an engineer. This is to ensure the stability of surrounding property / infrastructure is not
adversely effected by such works.

Excavation, retention, underpinning and construction must be undertaken on-site by an
excavation contractor with specialist excavation experience. A suitably qualified geotechnical
or structural engineer, specialising in excavation, must supervise the excavation procedure.

This engineer is to provide certification to the Accredited Certifier, prior to issue of Final
Building Certificate, that excavation, retention, underpinning and construction of all the
excavation works stated above has been conducted:

a) According to the relevant Australian Standards and Codes of Practice, and
b) In a manner that does not compromise the structural integrity of all adjacent structures

and property.

37. Provision of an Electricity Sub-Station

An electricity sub station may be required on the site.  The owner shall dedicate to the
appropriate energy authority, free of cost, an area of land adjoining the street alignment to
enable an electricity substation to be established, if required.  The size and location of the
electricity substation is to be in accordance with the requirements of the appropriate energy
authority and Council.  The opening of any access doors are not to intrude onto the public
road reserve.

Documentary evidence of compliance, including correspondence from the energy authority is
to be provided to the Principal Certifying Authority prior to issue of the Construction
Certificate. The Principal Certifying Authority must be satisfied that the requirements of
energy authority have been met prior to issue of the Construction Certificate.

38. Roads and Traffic Authority Requirements

• The applicant shall construct the proposed driveway with a minimum width of 5.5m at the
kerbline.

• The design and construction of the gutter crossing shall be in accordance with RTA
requirements. Details of these requirements should be obtained from RTA’s Project
Services Manager, Traffic Projects Section, Blacktown (Ph 02 8814 2144).

• All works associated with the proposed development shall be at no cost to the RTA.

• In addition to the above, the RTA provides the following advisory comments to Council
for consideration in the determination of the development application:

• The proposed development should be designed such that road traffic noise from Old South
Head Road is mitigated by durable materials, in accordance with EPA criteria for new
land use developments (The Environmental Criteria for Road Traffic Noise, May 1999).
The RTA’s Environmental Noise Management Manual provides practical advice in
selecting noise mitigation treatments.
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Where the EPA external noise criteria would not practically or reasonably be met, the
RTA recommends that Council applies the following internal noise objectives for all
habitable rooms under ventilated conditions complying with the requirements of the
Building Code of Australia:

• All habitable rooms other than sleeping rooms: 45db(A) and 40 db(A) and
• Sleeping rooms: 35 db(A)

Council should ensure that post development storm water discharge from the subject site
into the RTA drainage system does not exceed the pre-development discharge.

Detailed design plans and hydraulic calculations of any changes to the stormwater
drainage system are to be submitted to the RTA for approval, prior to the commencement
of any works.

A plan checking fee will be payable and a performance bond may be required before the
RTA’s approval is issued. With regard to the Civil Works requirement please contact the
RTA’s Project Engineer, External Works on Ph: 8814 2114 or Fax: 8814 2111.

• Redundant driveways along the Old South Head Road frontage are to be removed and the
kerb and gutter is to be reinstated (Type SA) to match the existing.

• The layout of the car parking areas associated with the subject development (including,
grades, aisle widths, sight distance requirements, and parking bay dimensions) should be
in accordance with AS 2890.1-2004.

Details demonstrating compliance must be submitted with the Construction Certificate
Application.

39. BASIX Commitments

The development must be implemented and all BASIX commitments thereafter maintained in
accordance with BASIX Certificate No. 7552 other than superseded by any further amended
consent and BASIX certificate.

Note: Clause 145(1)(a1) of the Environmental Planning & Assessment Regulation 2000
provides: "A certifying authority must not issue a construction certificate for building work
unless it is satisfied of the following matters: (a1)  that the plans and specifications for the
building include such matters as each relevant BASIX certificate requires,"

Note: Clause 154B(2) of the Environmental Planning & Assessment Regulation 2000
provides: "A certifying authority must not issue a final occupation certificate for a BASIX
affected building to which this clause applies unless it is satisfied that each of the
commitments whose fulfilment it is required to monitor has been fulfilled."

Note: For further information please see http://www.basix.nsw.gov.au

40. Swimming Pools and Spa Pools

The pool must comply with the following requirements:
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• all waste water must be drained into the main sewer with the permission of Sydney
Water;

• filtration or other mechanically operated equipment must be operated by a time switch
and must be installed set and sealed so that the operation of such equipment is limited to
between the hours of 7.00 am and 8.00 p.m. Monday to Saturday and 8:00am and
8:00pm on Sundays and public holidays;

• filtration or other mechanically operated equipment must be installed in a masonry
housing and treated to prevent the noise level, when the equipment is in operation, from
rising above the background noise level, when measured at the boundaries of the subject
site;

• vertical depth markers must be permanently fitted and clearly visible at the deep and
shallow ends of the pool to ensure reasonable levels of safety;

• where the pool concourse is higher than 1 metre above the adjacent ground level, a
protective guard or handrail complying with the provisions of Clause D2.16 of the
Building Code of Australia must be fitted;

• an egress ladder or steps into the pool must be provided to ensure reasonable levels of
safety;

• the pool must be fenced, prior to filling the structure with water to a depth of 300 mm or
more in such a manner so as to obstruct the entry to the pool in accordance with the
provisions of the Swimming Pools Act 1992 and Regulations and Australian Standard
1926 "Fences and Gates for Private Swimming Pools;"

• all overflow and splash must be contained within the boundaries of the site, to ensure
reasonable levels of amenity for neighbouring properties and the locality;

• warning notices must be provided in accordance with the provisions of the Swimming
Pools Act 1992 Section 17 and Regulation 8, to ensure reasonable levels of safety.

41. Photographic archival recording of buildings with little or no heritage significance that
are to be demolished:

A photographic archival record of the building and landscape elements to be demolished is to
be submitted, to the satisfaction of Council’s heritage officer, prior to the commencement of
demolition work and prior to the issue of a Construction certificate.

The photographic archival recording is to be bound in an A4 format and is to include the
following:

• Site plan at a scale of 1:200 (or 1:500) if appropriate of all structures and major
landscape elements including their relationship to the street and adjoining properties.

• Postcard sized photographs of:

(i) each elevation,
(ii) each structure and landscape feature;
(iii) internal or external details if nominated in Council’s heritage officer’s assessment

report; and
(iv) views to the subject property from each street and laneway or public space.

Each photograph to be mounted, labelled and cross-referenced in accordance with
recognised archival recording practice.
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One original coloured photographic set and a coloured photocopy are to be submitted to the
satisfaction of Council s heritage officer prior to the commencement of demolition work and
prior to the issue of a construction certificate. The original will be retained by Council and
the coloured photocopy will be provided to the Woollahra Local History Library.

42. Long Service Levy Payment

A Long Service Levy under Section 34 of the Building & Construction Industry Long Service
Payment Act , 1986, must be paid and proof of payment provided prior to the issue of a
Construction Certificate.

The Levy can be paid directly to the Long Services Payments Corporation or to Council.

43. Water conservation

Water saving showerheads must be fitted to all showers within the development to reduce
water consumption and promote energy efficiency.

44. Standard for demolition

All demolition work must be undertaken in accordance with the provisions of Australian
Standard AS2601-2001: The Demolition of Structures.

45. Noise control

The use of the premises must not give rise to the transmission of offensive noise to any place
of different occupancy. Offensive noise is defined in the Protection of the Environment
Operations Act 1997.

46. Lighting

Any lighting on the site must be designed so as not to cause nuisance to other residences in
the area or to motorists on nearby roads and to ensure no adverse impact on the amenity of the
surrounding area by light overspill.  All lighting must comply with the Australian Standard
AS4282:1997 Control of the Obtrusive Effects of Outdoor Lighting.

47. Compliance with Building Code of Australia

(a) All building work must be carried out in accordance with the provisions of the Building
Code of Australia.

(b) This condition does not apply to the extent to which an exemption is in force under
Clause 187 or 188, of the Environmental Planning and Assessment Regulation 2000,
subject to the terms of any condition or requirement referred to in Clause 187 (6) or 188
(4) of the Regulation.

48. Residential building work

(a) Building work that involves residential building work (within the meaning of the Home
Building Act 1989) must not be carried out unless the principal certifying authority
(PCA) for the development to which the work relates:
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• in the case of work to be done by a licensee under that Act:

(i) has been informed in writing of the licensee's name and contractor license
number; and

(ii) is satisfied that the licensee has complied with the requirements of Part 6 of that
Act; or

• in the case of work to be done by any other person:

(iii) has been informed in writing of the person's name and owner-builder permit
number; or

(iv) has been given a declaration, signed by the owner of the land, that states that the
reasonable market cost of the labour and materials involved in the work is less
than the amount prescribed for the purposes of the definition of owner-builder
work in Section 29 of that Act,

and is given appropriate information and declarations under paragraphs (a) and (b)
whenever arrangements for the doing of the work are changed in such a manner as to
render out of date any information or declaration previously given under either of those
paragraphs.

Note:The amount referred to in paragraph (a) (iv) above is prescribed by regulations under the
Home Building Act 1989.  As at the date on which this Regulation was Gazetted, that
amount was $5,000.  As those regulations are amended from time to time, so that
amount may vary.

(b) A certificate purporting to be issued by an approved insurer under Part 6 of the Home
Building Act 1989 that states that a person is the holder of an insurance policy issued for
the purposes of that Part is, for the purposes of this clause, sufficient evidence that the
person has complied with the requirements of that Part.

49. Excavations and backfilling

(a) All excavations and backfilling associated with the erection or demolition of a building
must be executed safely and in accordance with appropriate professional standards.

(b) All excavations associated with the erection or demolition of a building must be
properly guarded and protected to prevent them from being dangerous to life or
property.

50. Retaining walls and drainage

If the soil conditions require it:

(a) retaining walls associated with the erection or demolition of a building or other
approved methods of preventing movement of the soil must be provided; and

(b) adequate provision must be made for drainage.
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51. Signs to be erected on building and demolition sites

(a) A sign must be erected in a prominent position on any work site on which work
involved in the erection or demolition of a building is being carried out :

(i) stating that unauthorised entry to the work site is prohibited; and
(ii) showing the name of the person in charge of the work site and a telephone number

at which that person may be contacted outside working hours.

(b) Any such sign must be removed when the work has been completed.

(c) This clause does not apply to:

(i) building work carried out inside an existing building; or
(ii) building work carried out on premises that must be occupied continuously (both

during and outside working hours) while the work is being carried out.

52. Toilet facilities

(a) Toilet facilities must be provided, at or in the vicinity of the work site on which work
involved in the erection or demolition of a building is being carried out, at the rate of
one toilet for every 20 persons or part of 20 persons employed at the site.

(b) Each toilet provided:

(a) must be a standard flushing toilet; and

(b) must be connected:

(i) to a public sewer; or
(ii) if connection to a public sewer is not practicable, to an accredited sewage

management facility approved by the Council; or
(iii) if connection to a public sewer or an accredited sewage management facility

is not practicable, to some other sewage management facility approved by
the Council.

(c) The provision of toilet facilities in accordance with this clause must be completed
before any other work is commenced.

(d) In this condition:

accredited sewage management facility means a sewage management facility to which
Division 4A of Part 3 of the Local Government (Approvals) Regulation 1993 applies, being a
sewage management facility that is installed or constructed to a design or plan the subject of a
certificate of accreditation referred to in Clause 95B of the Regulation.

approved by the Council means the subject of an approval in force under Division 1 of Part 3
of the Local Government (Approvals) Regulation 1993.

public sewer has the same meaning as it has in the Local Government (Approvals) Regulation
1993.
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sewage management facility has the same meaning as it has in the Local Government
(Approvals) Regulation 1993.

53. Residential building work over $12,000 in value

Council must be provided with the following information prior to the commencement of any
works;

(a) the proposed builder's details (in writing); and
(b) proof of payment of the required insurance premium pursuant to Part 6 of the Home

Building Act 1989.

54. Privacy

In order to maintain the visual privacy of No 25 Girilang Avenue, the proposed first floor
level rear elevation windows must be provided with fixed and translucent glazing to a height
of 1.7m above floor level. Details demonstrating compliance must be submitted with the
Construction Certificate Application.

55. Fireplace

Domestic solid fuel heaters - Prior to the issue of any Construction Certificate

Prior to the issue of any Construction Certificate the Accredited Certifier must be satisfied
through the issue of appropriate certification, that the proposed system is capable of operating
to the standard specified in the Environment Protection Authority’s Environmental Guidelines
for Selecting, Installing and Operating Domestic Solid Fuel Heaters; AS/NZS 2918 : 2001
Domestic solid fuel burning appliances-Installation and the Building Code of Australia.

Domestic solid fuel heaters - Prior to the issue of any Occupation Certificate

Prior to the issue of any Occupation Certificate the Accredited Certifier must be satisfied
through the issue of appropriate certification that the system as installed complies with the
standard specified in the Environment Protection Authority’s Environmental Guidelines for
Selecting, Installing and Operating Domestic Solid Fuel Heaters; AS/NZS 2918 : 2001
Domestic solid fuel burning appliances-Installation and the Building Code of Australia.

Maintenance and Use of Domestic solid fuel heaters

The maintenance and use of domestic solid fuel heaters must comply with the Environment
Protection Authority’s Environmental Guidelines for Selecting, Installing and Operating
Domestic Solid Fuel Heaters, AS/NZS 2918 : 2001 Domestic solid fuel burning appliances-
Installation and the Building Code of Australia.

56. Air conditioning system

A separate development application shall be submitted for the 3 phase air conditioning system
required in the BASIX Certificate No. 7552.
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D9 DA 358/2003 – 1C New Beach Road, Darling Point – Alterations and additions 12/5/2003

Note: Late correspondence from Mr M Rolfe, dated 19 June 2005, was noted.

Note: The Panel noted that the Plan of Management adopted by Council in December 2004
and recommended to the Minister for adoption is still awaiting Ministerial approval.

Note: The Panel added new condition No. 30 (Archival recording of building).

(Hatton/Bluett)

Resolved:  Pursuant to Section 80(1) of the Environmental Planning and Assessment Act,
1979

THAT the Council, as the consent authority, grant development consent to Development
Application No. 358/2003 for alterations and additions to RAN Sailing Association building on
land at 1C New Beach Road Darling Point, subject to the following conditions:

1. Approved Plans

This consent relates to the work, shown in colour, on plans numbered DA01 and DA02, dated
March 2003, drawn by T. P. Spooner, both of which carry a Council stamp “Approved DA
Plans” and the signature of a Council officer, except where amended by the following
conditions.

2. Preparation of an Environmental Management Plan (EMP)

Due to there being known soil contaminants on the site, an Environmental Management Plan
(EMP) shall be prepared for the development by suitably qualified environmental consultant.

The EMP must outline the necessary management provisions to be implemented to prevent
human health and environmental exposures occurring due to the contamination, including
procedures for soil management, soil disposal and worker health & safety requirements.  The
Plan should also provide provisions for the maintenance and repair of sealed surfaces.

The EMP shall be reviewed by the EPA accredited Site Auditor prior to the removal of any
sealed surfaces and prior to any excavation works taking place in the RANSA area.

3. Waterways Conditions

(a) The proposed works are carried out so that:

(i) No materials are eroded, or likely to be eroded, are deposited, or likely to be
deposited, on the bed or shore or into waters of Rushcutters Bay; and

(ii) No materials are likely to be carries by natural forces to the bed, shore or waters of
Rushcutters Bay.

(b) Any material that does enter Rushcutters Bay must be removed immediately.

(c) In relation to the above, best practice methods shall be adopted for the on-site control of
runoff, sediment and other pollutants during, and post, construction.
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Methods shall be in accordance with the relevant specifications and standards contained
in the manual Managing Urban Stormwater – Soils & Construction issued by the NSW
Department of Housing in 1998 and any other relevant Council requirements.

(d) The erosion, sediment and pollution controls shall be installed and stabilised before
commencement of site works.  This does not include the works associated with the
construction of the appropriate controls.

(e) The proposed system for erosion, sediment and pollution control is to be effectively
maintained at or above design capacity for the duration of the works and until such time
as all ground disturbed has been stabilised and rehabilitated so that it no longer acts as a
source of sediment.

(f) Any material that is to be stockpiled on site is to be stabilised to prevent erosion or
dispersal of the material.

(g) The inter-tidal area is to be fully protected for the duration of the works.  To this effect
machinery, equipment, construction materials and waste receptacles are not to be stored
in the inter-tidal area.

(h) No works are to be undertaken on land owned by the Waterways Authority without the
relevant approvals being granted by the Authority.

4. Compliance with Building Code of Australia

(a) All building work must be carried out in accordance with the provisions of the Building
Code of Australia.

(b) This condition does not apply to the extent to which an exemption is in force under
Clause 187 or 188, of the Environmental Planning and Assessment Regulation 2000,
subject to the terms of any condition or requirement referred to in Clause 187 (6) or 188
(4) of the Regulation.

5. Fire safety

A schedule of all existing and proposed safety measures within the building must be
submitted to Council with or before the application for a Construction Certificate.

6. Standard for demolition

All demolition work must be undertaken in accordance with the provisions of Australian
Standard AS2601-2001: The Demolition of Structures.

7. Requirement for a Construction Certificate

In accordance with the provisions of Section 81A of the Environmental Planning and
Assessment Act 1979, the erection of the building must not be commenced until:

(a) detailed plans and specifications of the building have been endorsed with a Construction
Certificate by:

(i) Council; or
(ii) an accredited certifier; and
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(b) a principal certifying authority (PCA) has been appointed and the Council has been
notified in writing of the appointment, and

(c) at least two days notice, in writing, has been given to Council of the intention to
commence work.

8. Structural adequacy

A statement from a qualified practising Structural Engineer, certifying to the adequacy of the
existing structural members, walls and footings to support the additional loads imposed by the
proposed development, must be submitted with the Construction Certificate application.

This condition is imposed to ensure the structural integrity of the proposed building work.

9. Structural details

Structural engineering details and design calculations, prepared and certified by a qualified
practising Structural Engineer, must be submitted with Construction Certificate application,
for all reinforced concrete work, structural steel work, retaining walls, brick fences, shoring
and underpinning, isolated piers, chimneys, parapets and other structural members.

This condition is imposed to ensure the structural integrity of the proposed building work.

10. Demolition, excavation and construction hours

Demolition, excavation and construction work must not take place outside the hours of
7.00am to 5.30pm Monday to Friday and 7.00am to 1.00pm Saturday.  No work and no
deliveries are to take place on Sundays and public holidays.   Noise from construction
activities associated with the development must comply with the guidelines contained in the
NSW EPA Environmental Noise Control Manual Chapter 171.

11. Machine excavation

Excavation or removal of any materials involving the use of machinery of any kind, including
compressors and jack hammers, must be limited to between 9.00am and 4.00 pm Mondays to
Fridays, with regular breaks of 15 minutes each hour.  This condition is imposed to ensure
reasonable standards of amenity for occupants of neighbouring properties.

12. Building Inspections

The Applicant, Owner and Builder, jointly and severally, must ensure that they call their
Principal Certifying Authority ("the PCA") to carry out such critical phase building
inspections required by the PCA, the PCA Service Agreement and that the PCA is satisfied
with the level of compliance achieved before the Builder proceeds to the next phase of
construction.  Ample notice of required inspections must be given to the PCA in accordance
with the PCA Service Agreement. The Applicant, Owner and Builder must comply with the
PCA Service Agreement (Service Contract) and any lawful direction given by the Principal
Certifying Authority.
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Note: It is the responsibility of the PCA to ensure that critical phase building inspections are
undertaken in accordance with a PCA Service Agreement and issue to the Applicant, Owner
and Builder appropriate Notice under Section 109L of the Environmental Planning &
Assessment Act 1979 ("the Act") where any breach of this consent occurs.  Failure of the
PCA to issue such notice may result in Council taking action under Section 109V of the Act.
Failure of the Applicant, Owner and Builder to comply with a PCA Service Agreement and
comply with lawful directions of the PCA under this condition may result in Council issuing
fines, notices, orders and commencing legal proceedings.  Council will only enter into PCA
Agreements with the Owner of the land being developed.  Council, if appointed as the PCA,
will report to the owner of the land being developed.

13. Occupation of premises

The new bathrooms must not be occupied prior to the issue of an Occupation Certificate.

14. Long Service Levy Payment

A Long Service Levy under Section 34 of the Building & Construction Industry Long Service
Payment Act , 1986, must be paid and proof of payment provided prior to the issue of a
Construction Certificate.

The Levy can be paid directly to the Long Services Payments Corporation or to Council.

15. Stockpiles

Stockpiles of topsoil, sand, aggregate, soil or other material must not be located on any
drainage line or easement, natural watercourse, footpath or roadway, or within the dripline of
any Street Tree. Stockpiles within the construction site must be protected with adequate
sediment controls, in accordance with Council’s Code for Sediment Control.

16. Location of building operations

Building operations such as brick cutting, washing tools or brushes and mixing mortar must
not take place on public roadways or footways or in any other location which could lead to the
discharge of materials into the stormwater drainage system.

Footpaths, gutters and roadways must be swept regularly to keep them free from sediment.

17. Damage security deposit

A security deposit of $ 4,000 for the cost of making good any damage to Council property
caused as a consequence of the construction work, plus an administration fee of $154.00, must
be paid to Council prior to the issue of the Construction Certificate.  The security deposit,
which may be in the form of a bank guarantee, has been calculated in accordance with the
following schedule.
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Estimated cost of work Deposit

Works up to $50,000 $2,000
Works in excess of $50,000 & up to $100,000 $4,000
Works in excess of $100,000 $4,000+$200/$10,000 estimated

cost>$100,000

Council may use all or part of the Damage Security Deposit to complete damage restoration
works if they do not meet Council’s requirements.

18. Protection of services

Prior to any excavation works, the location and depth of all services (telephone, cable TV,
electricity, gas, water, sewer, drainage, etc.) must be ascertained. The developer must meet all
costs of any adjustment, relocation or reinstatement of any services.

19. Support for Council roads, footpaths, drainage reserves, etc

Council property adjoining the construction site must be fully supported at all times during all
excavation, demolition and building construction works. Details of shoring, propping and
anchoring of works adjoining Council property, prepared by a qualified Structural Engineer or
Geotechnical Engineer, must be submitted for the approval of Council’s Development
Engineer, or certified as structurally adequate by the accredited certifier, before the
commencement of the works.

Backfilling of excavations adjoining Council property, or any void remaining at completion
of construction between the building and Council property, must be fully compacted prior to
release of the Damage Security Deposit.

20. Storage of materials and plant on Council’s footpath

Building, excavation or demolition materials and plant must not be stored on Council’s
footpath and/or roadway unless prior written approval has been obtained from Council’s
Development Engineer.

21. Public footpaths

A safe pedestrian circulation route a minimum of 1.5m wide and with a pavement free of trip
hazards must be maintained at all times on or adjacent to the public footpaths fronting the
construction site.  Where the footpath is damaged, repair works must be carried when directed
by Council officers and in accordance with the relevant clauses of Council's document
"Standard Specifications for Roadworks, Drainage and Miscellaneous Works dated Jan 2003.

Where circulation is diverted on to the roadway clear directional signage and protective
barricades must be installed in accordance with Australian Standard AS1742-3  2002 “Traffic
Control Devices for Work on Roads”.  Should the applicant propose to direct pedestrians onto
the road pavement of a State road then an application is to be made to the RTA for a Road
Occupancy Licence.  Licence approval is to be submitted to Council.

If pedestrian circulation is not satisfactorily maintained, and action is not taken promptly to
rectify the defects, Council may carry out remedial works and deduct the cost from the
Damage Security Deposit.
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22. Repair of Damaged Infrastructure

If Council’s infrastructure is damaged during the course of works, Council’s Development
Engineer must be notified and necessary repairs must be undertaken within the time stipulated
by Council, to Council’s specifications, and at no cost to Council. Works generally must be in
accordance with the relevant clauses of the current edition of AUS-SPEC.

If work is not undertaken to the satisfaction of the Development Engineer with regard to time
or quality, Council may carry out remedial works and deduct the cost from the Damage
Security Deposit.

23. Water quality protection

The operation of the premises must be conducted in a manner, which does not pollute waters
as defined by the Protection of the Environment Operations Act 1997.

24. Noise control

The use of the premises must not give rise to the transmission of offensive noise to any place
of different occupancy. Offensive noise is defined in the Protection of the Environment
Operations Act 1997.

25. Noise from liquor licensed premises

Noise emissions from the licensed premises must comply with the following:

a) The LA10 noise level emitted from the licensed premises must not exceed 5dB above the
background (LA90) noise level in any Octave Band Centre Frequency (31.5Hz to 8KHz
inclusive) between the hours of 7.00am to 12.00 midnight when assessed at the nearest
affected residential boundary.  The background noise level must be measured in the
absence of noise emitted from the licensed premises.

b) The LA10 noise level emitted from the licensed premises must not exceed the
background (LA90) noise level in any Octave Band Centre Frequency (31.5Hz to 8KHz
inclusive) between the hours of 12.00 midnight to 7.00am when assessed at the nearest
affected residential boundary.  The background noise level must be measured in the
absence of noise emitted from the licensed premises.

Notwithstanding compliance with the above, the noise from the licensed premises must not be
audible within any habitable room in any residential premises between the hours 12.00
midnight to 7.00am.

Where this condition is inconsistent with the requirements imposed by the Liquor
Administration Board or Liquor Licensing Court, the more stringent condition prevails.

26. Lighting

Any lighting on the site must be designed so as not to cause nuisance to other residences in
the area or to motorists on nearby roads and to ensure no adverse impact on the amenity of the
surrounding area by light overspill.  All lighting must comply with the Australian Standard
AS4282:1997 Control of the Obtrusive Effects of Outdoor Lighting.
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27. Protection of public places

(a) If the work involved in the erection or demolition of a building:

(i) is likely to cause pedestrian or vehicular traffic on a public place to be obstructed
or rendered inconvenient, or

(ii) building involves the enclosure of a public place;

a hoarding or fence must be erected between the work site and the public place.
(b) If necessary, an awning must be erected, sufficient to prevent any substance from, or in

connection with, the work falling into the public place.

(c) The work site must be kept lit between sunset and sunrise if it is likely to be hazardous
to persons in the public place.

(d) Any such hoarding, fence or awning must be removed when the work has been
completed.

Note:  Prior to the erection of any hoarding, fence or the like on any footpath or other property
owned or controlled by Council, permission must be sought and obtained from Council and
the prescribed rental fee paid.

28. Signs to be erected on building and demolition sites

(a) A sign must be erected in a prominent position on any work site on which work
involved in the erection or demolition of a building is being carried out :

(i) stating that unauthorised entry to the work site is prohibited; and
(ii) showing the name of the person in charge of the work site and a telephone number

at which that person may be contacted outside working hours.

(b) Any such sign must be removed when the work has been completed.

(c) This clause does not apply to:

(i) building work carried out inside an existing building; or
(ii) building work carried out on premises that must be occupied continuously (both

during and outside working hours) while the work is being carried out.

29. Toilet facilities

(a) Toilet facilities must be provided, at or in the vicinity of the work site on which work
involved in the erection or demolition of a building is being carried out, at the rate of
one toilet for every 20 persons or part of 20 persons employed at the site.

(b) Each toilet provided:

(a) must be a standard flushing toilet; and

(b) must be connected:

(i) to a public sewer; or
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(ii) if connection to a public sewer is not practicable, to an accredited sewage
management facility approved by the Council; or

(iii) if connection to a public sewer or an accredited sewage management facility
is not practicable, to some other sewage management facility approved by
the Council.

(c) The provision of toilet facilities in accordance with this clause must be completed
before any other work is commenced.

(d) In this condition:

accredited sewage management facility means a sewage management facility to which
Division 4A of Part 3 of the Local Government (Approvals) Regulation 1993 applies, being a
sewage management facility that is installed or constructed to a design or plan the subject of a
certificate of accreditation referred to in Clause 95B of the Regulation.

approved by the Council means the subject of an approval in force under Division 1 of Part 3
of the Local Government (Approvals) Regulation 1993.

public sewer has the same meaning as it has in the Local Government (Approvals) Regulation
1993.

sewage management facility has the same meaning as it has in the Local Government
(Approvals) Regulation 1993.

30. Archival recording of building

Archival recording for partial demolition of buildings that are heritage items.

An archival record of the parts of the building and landscape elements to be partly demolished
or altered is to be submitted, to the satisfaction of Council’s heritage officer, prior to the
commencement of the demolition work and prior to the issue of a Construction certificate.

The archival record is to be completed by a heritage consultant listed by the NSW Heritage
Office or by another suitably qualified consultant who must demonstrate a working
knowledge of archival principles.

The archival record is to be bound in an A4 format enclosed in archival quality sleeve or
casing, with drawings folded to suit and is to include the following:

• A site plan at a scale of 1:200 (or 1:500 if appropriate) of all structures and major
landscape elements including their relationship to the street and adjoining properties.

• Annotated floor plans at scale of 1:100 indicating the parts to be demolished.
• Postcard sized, coloured, photographs of the areas to be demolished, depicting:

(i)  each elevation as relevant and part elevation to be demolished;
(ii) each structure and landscape feature and significant parts of the property to be

demolished as defined in the submitted statement of significance;
(iii) external and internal details to be demolished as nominated in the assessment

report by the Council’s heritage officer
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Each photograph must be mounted, labelled and cross-referenced in accordance with
recognised archival recording practice.

The original coloured photographic set and one coloured photocopy are to be submitted to the
satisfaction of Council’s heritage officer prior to the commencement of demolition work and
prior to the issue of a construction certificate.  The original will be retained by Council and
the coloured photocopy is to be provided to the Woollahra Local History Library.

There being no further business the meeting concluded at 5.20pm.

We certify that the pages numbered 1 to54 inclusive are the Minutes of the Application
Assessment Panel Meeting held on 21 June 2005 and confirmed by the Application Assessment

Panel on 28 June 2005 as correct.

__________________________ __________________________
Chairperson Secretary
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