
Table Setting out Proposed Amendments to the Draft Double Bay Centre DCP (Amendment No. 3) 
Council Meeting 31 January 2011 

 
Issue Proposed Change Reason DCP location 
Building setback from rear 
boundary 

Increase building setback from 
7.25m to 13.8m 

Concept plans propose a 13.8m 
setback and an additional setback 
can be accommodated 

A2.4 description of edge 
condition A  
A2.4 cross sectional diagram 

Landscaping Specify minimum width of 4.5m 
is required for deep soil 
landscaping 

To ensure that larger scale tree 
planting and screen landscaping 
can be provided around the 
perimeter of the development 
where adjoining residential 
properties 

A2.5.3 

 Specifications for the minimum 
width of perimeter landscaping 

To provide sufficient landscaped 
area for substantial tree planting 
and screening 

A2.5.3 C13 

Loading dock access Access to Dan Murphy’s loading 
dock to be from Patterson Street 
only, unless it is demonstrated 
that a turntable solution is not 
feasible 

To achieve a better urban design 
outcome at the western end of 
Kiaora Lane 
 
To minimise trucks in Kiaora 
Lane and trucks turning close to 
retail development 
 
To provide an opportunity for a 
strong retail component at the 
western end of Kiaora Lane. 

A2.5.6 C10 and C11 

Design requirements to mitigate 
noise impacts 

Acoustic specifications included 
for the design of the 
interconnecting vehicular ramp 

To mitigate the noise impacts 
from vehicles using the ramp 

A2.5.6 C13 

 All vehicle reversing is to take 
place in the loading docks when 

To avoid the sound of reversing 
beepers. 

A2.5.6 C18 



the loading dock doors are closed.  
 Acoustic specifications included 

for the design of the loading dock 
doors 

To mitigate sound leakage from 
activities in the loading docks 

A2.5.6 C19 

 Acoustic specifications included 
for the noise emission 
components of the loading dock 
doors 

To mitigate the sound of the 
opening and closing of the loading 
dock doors 

A2.5.6 C20 

 Acoustic specifications included 
for insulating the loading docks 

To mitigate sound leakage from 
activities in the loading docks 

A2.5.6 C21 

 Statement that Council may 
impose conditions on operating 
hours of the loading docks 

To ensure that hours of loading 
dock operation are fully 
considered at the development 
application stage.   

A2.5.6 C22 

 Requirement for a Car Parking 
and Loading Dock Plan of 
Management. 

To ensure that the loading docks 
and car parks will be managed to 
mitigate noise impacts 

A2.5.6 C23 

 Specifications included for 
acoustic barriers around the 
ground floor car park 

To mitigate the noise from the 
ground level car park 

A2.5.6 C24 

 Specifications included for 
acoustic insulation to the 
vehicular entry and exit to Kiaora 
Road 

To mitigate the noise impacts on 
No. 8 Kiaora Road 

A2.5.6 C25 

 Acoustic specifications included 
for the surface treatment of the 
soffit of the supermarket floor 

To mitigate noise impacts from 
the ground level car park 

A2.5.6 C26 

 Specifications included for the car 
park and ramp surfaces  

To mitigate noise impacts from 
the car parks and interconnecting 
vehicular ramp 

A2.5.6 C27 

 Further specifications included for 
the surface of the interconnecting 

To mitigate noise impacts from 
the interconnecting vehicular 

A2.5.6 C 28 



vehicular ramp ramp 
 Requirement for electronic 

directional system in the car park  
To direct cars to empty car 
parking spaces and minimise cars 
circulating in the car parks 

A2.5.6 C29 

 Requirement for an acoustic 
barrier around the rooftop car park

To mitigate noise impacts from 
the use of the rooftop car park  

A2.5.6 C30 

 Requirement that the 
interconnecting vehicular ramp be 
fully enclosed 

To mitigate noise impacts from 
the interconnecting vehicular 
ramp 

A2.5.6 C31 

 Further specifications for acoustic 
insulation included for the 
vehicular entry and exit to Kiaora 
Road 

To mitigate the noise impacts on 
No. 8 Kiaora Road 

A2.5.6 C32 

 Further specification requiring 
that the enclosed entry and exit to 
Kiaora Road extend to the 
alignment of Kiaora Road 

To mitigate the noise impacts on 
No. 8 Kiaora Road 

A2.5.6 C33 

Noise Goals 
 

Amended noise goal relating to 
the use of the premises 

To ensure that noise associated 
with the use of the premises does 
not disturb surrounding residents 

A2.5.3 C11 

 Amended noise goal for 
mechanical plant and equipment 

To ensure that noise associated 
with mechanical plant and 
equipment does not disturb 
surrounding residents 

A2.5.3 C10 

 Noise from external pipes, vents 
and fans to be less than the 
background noise level 

To ensure that noise from external 
pipes, vents and fans does not 
disturb surrounding residents 

A2.5.3 C12 

Urban Design Requirement that the Patterson 
Street elevation be highly 
articulated 

To ensure a high quality design 
and façade treatment to Patterson 
Street 

A2.5.3 C13 

 Amend cross sectional diagrams 
to remove colonnade and widen 

To enable the vehicular ramp to 
be located between Patterson 

A2.4 cross sectional diagram 



Kiaora Lane at its eastern end but 
allow 1m encroachment at the 
western end 

Street and Kiaora Lane and to 
avoid the need for a colonnade 

Public Plaza Remove prescriptive requirement 
that 80% of the plaza be 
uncovered 

To provide for additional design 
flexibility 

A2.5.3 C8 

 


