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 is from a significant historical period and is highly or substantially 
intact; or   

 is from a significant historical period and is altered yet recognisable 
and reversible.  

contributory item a building, work, archaeological site, tree or place and its setting, 
which contributes to the heritage significance of a conservation area.  

courtyard an area that is open to the sky and of sufficient size to be used as 
private open space. A courtyard does not include a lightwell or a 
breezeway. 

courtyard housing a structure which: 

 must be wholly located at the rear of the existing principal building, 

 must be separated from the principal building by a courtyard, 

 may be separated by a narrow, non-habitable lightweight linking 
structure, and 

 must be subsidiary in form and scale to the principal building. 

Courtyard housing is not infill development, or a garage or a loft over a 
garage, or studio. 

cultural landscape as defined in Heritage Terms and Abbreviations (NSW Heritage Manual). 

Note: Those areas of the landscape which have been significantly 
modified by human activity. They include rural lands such as farms, 
villages and mining sites, as well as country towns. 

cultural plantings plants including native plants that were planted for a deliberate 
purpose  (see also ‘significant cultural plantings’). 

curtilage as defined in Woollahra LEP 2014. 

deep soil 
landscaped area 

the area of the site that contains landscaped area which has no above 
ground, ground level or subterranean development. 

Note: ‘landscaped area’ is defined in Woollahra LEP 2014. 

demolish as defined in Woollahra LEP 2014. 

dormer a structure comprising a window, roof and side walls projecting from a 
sloping roof. 

dual occupancy as defined in Woollahra LEP 2014. 

dwelling as defined in Woollahra LEP 2014. 

dwelling house as defined in Woollahra LEP 2014. 
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pavilion A structure which: 

 must be wholly located at the rear of the existing principal building, 

 must be separated from the principal building by a courtyard, 

 may be separated by a narrow, non-habitable lightweight linking 
structure, and 

 must be subsidiary in height, form and scale to the principal 
building. 

A pavilion is not infill development, or a garage or a loft over a garage, 
or a studio. 

place as defined in Heritage Terms and Abbreviations (NSW Heritage Manual). 

Note: A site, area or landscape or group of works, together with 
associated structures, contents and surrounds. 

preservation as defined in Heritage Terms and Abbreviations (NSW Heritage Manual). 

Note: Maintaining the fabric of a place in its existing state and 
retarding deterioration. 

principal elevation the elevation of a building that faces a public space. Buildings may 
contain more than one principal presenting elevation such as an A-
typical triangular shaped lot. 

principal roof form the principal roof plane/s located over the principal building form 
(predominantly the front building section).  

private domain all land which is privately owned and which is not included in the 
public domain. 

private open space as defined in Woollahra LEP 2014. 

public domain all land which is owned by a public authority and includes roads, 
footpaths, laneways and parks. 

rarity as defined in Assessing Heritage Significance (NSW Heritage Manual). 

Note: Possesses uncommon, rare or endangered aspects of the area 
cultural or natural history. 

reconstruction as defined in Heritage Terms and Abbreviations (NSW Heritage Manual). 

Note: Returning a place as nearly as possible to a known earlier state by 
the introduction of new or old materials into the fabric (not to be 
confused with conjectural reconstruction). 
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C1.3.1 Single storey bui ld ings 

Single storey buildings include timber, stone, brick and weatherboard cottages, terraces, semi-
detached houses and single storey shops. 

Architectural styles include Georgian, Victorian and Federation. The scale of buildings generally 
range from the typical small and narrow fronted buildings to medium to large houses ranging in date 
from 1840s to 1920s. 

Single storey buildings, in particular the timber cottages, are significant because of their rarity. Many 
single storey buildings are also significant because of their historical association with the evolution of 
the early Paddington village and the artisan community that developed at the junction of Glenmore 
Road and New South Head Road. 

Additions to these single storey buildings need to be carefully considered (see Figure 1). Refer to 
Figures 2 and 3 for examples of intrusive and non-intrusive extensions. 

Objectives 

O1 To retain and conserve single storey buildings. 

O2 To conserve the settings of single storey buildings. 

O3 To ensure that the scale and form of single storey buildings are retained and that alterations 
and additions do not dominate the building. 

General Controls 

These controls apply to all alterations and additions to single storey buildings, including pavilion 
courtyard housing additions: 

C1 Principal building forms and original external materials are to be retained. 

C2 Retain or reinstate façade details and open verandahs where physical or documentary 
evidence exists demonstrating an earlier state. 

C3 Where alterations are required to meet the National Construction Code requirements, 
materials must be consistent with traditional materials and finishes. 

C4 Additional storeys are not permitted to the principal building form where the existing roof 
height will be increased, and changes to the existing roof pitch and eaves height will occur. 

C5 Roof space within the principal building form may be used where there will be no change to 
the existing roof height, roof pitch, eaves height or ceiling below. No change to the rear roof 
plane is permitted to the principal building form with the exception of a compliant dormer and 
skylight. 
 
Note: Control C5 is included to ensure that the rear roof of the principal building is not raised 
to incorporate a higher extension or higher link structure to a pavilion courtyard housing. 
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C6 The addition of dormers or skylights in the rear roof slope of the principal building form is to 

comply with controls in Section 1.5.1 Dormers and skylights. 

C7 Ground floor additions and pavilion courtyard housing additions to the rear of a single storey 
building must not compromise the form of the principal building. 

C8 Existing setbacks from the front and side boundaries for the principal building form are to be 
retained. 

C9 Additions at the rear of buildings must not extend beyond the predominant rear building 
setbacks at any level of a group or row of buildings. 

C10 Additions of an appropriate form and scale are permitted at the rear of the principal building 
form if: 

a) the addition is a ground floor rear addition attached to the principal building below the 
existing eve or employs a pavilion courtyard housing style addition (refer to controls 
below); and 

b) for additions other than pavilion courtyard housing additions, the addition incorporates a 
skillion roof. Reverse skillion roofs are not permitted. 

C11 Additions to single storey semi-detached and terrace groups must not compromise the 
architectural character of the pair, or the group of houses. 

Pavilion Courtyard housing additions 

A pavilion Courtyard housing is not an infill development or a garage or a loft over a garage or a 
studio. Controls for infill development are included in C1.3.13. Controls for a loft over a garage or 
studio are included in C1.5.7. 

C12 A pavilion courtyard housing addition may be permitted if: 

a) it would not have an adverse impact on the heritage significance of the existing building, 
adjoining properties, or the group of buildings, where the building forms part of a group; 

b) it is not visible, directly or obliquely, from any part of the street to which the property’s 
street front zone abuts and from the front yard within the street front zone; 

c) it will have a negligible impact on the amenity of neighbouring properties in terms of loss 
of sunlight, ventilation and privacy; 

d) it will not adversely affect the setting of the existing building; and 

e) it is subsidiary to the existing building and will not dominate the existing building in terms 
of bulk, height and scale. 

C13  A pavilion courtyard housing addition must be single storey, be subsidiary in height to the 
ridge height of the principal building (not including chimneys), and must not be able to be 
seen over the roof of the principal building. 

C14 A pavilion courtyard housing addition must be wholly located at the rear of the existing 
principal building. Additions that wrap around the principal building are not appropriate. 
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C15 Where a pavilion courtyard housing addition is appropriate: 

a) a narrow, non-habitable linking structure may be provided between the principal building 
form and the pavilion courtyard housing addition; 

b) the height of the linking structure must be single storey, with a maximum height of 2.4m or 
and below the eaves of the principal building form, whichever is the lower; 

c) the width of the linking structure must be a maximum of 1.5m internally; 

d) c) the linking structure must be a narrow, non-habitable lightweight construction to 
differentiate the new work from the original. Lightweight construction should comprise 
appropriate materials, roof form and overall design. Appropriate materials include glass, 
steel and timber. Very minor masonry material may be included; 

e) d) it must include a usable courtyard, provided that a compliant rear building alignment 
can be achieved and the bulk and scale of the addition does not result in adverse privacy 
and overshadowing impacts on adjoining properties; and 

f) e) the inclusion of a courtyard must comply with the controls and minimum requirements in 
Section C1.4.8 Private open space, swimming pools, courtyards and landscaping.; and 

g) the height of the courtyard housing must not exceed the ridge height of the principal 
building form (chimneys not included). 

Note: see Figure 3B for reference. 

C16 The roof of the pavilion courtyard housing addition must: 

a) be an appropriate response to the traditional roof form and pitch of the principal building. 
Skillion roofs must comprise a single roof plane. Curved roofs, flat roofs, mansard roofs, 
parapet roofs and reverse skillion roofs are not permitted; and 

b) match the pitch of roofs where an unchanged established pattern of rear roofs exists or, 
where an unchanged pattern does not exist, must be a minimum pitch of 6 degrees. 

C17 Provided that C12 and C15 are satisfied, a contemporary design for the pavilion courtyard 
housing may be used. 

C18 An attic is permitted within the roof space of the pavilion courtyard housing addition, provided 
that: 

a) satisfactory floor to ceiling height standards are achieved; 

b) the form and pitch of the pavilion courtyard housing addition roof matches the form and 
pitch of the roof of the principal building; 

c) only one dormer is permitted (in either the front or rear roof plane). Where the width of 
the addition is greater than 6m, a second dormer may be permitted, provided each dormer 
is identical in type, size and no greater than 1.2m maximum width overall. The top of the 
dormer must be set below the main ridge by at least 300mm. The inclusion of a dormer 
must comply with the controls in Section C1.4.10 Acoustic and visual privacy; and 

d) no more than 2 skylights (compliant with the controls for Skylights in C1.5.1 Dormers and 
Skylights) are located within the entire roof plane. 

C19 Roofing materials must comply with C1.5.8. 
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FIGURE 1  Generic version of a single storey terrace 

 
 
 
 

FIGURE 2A  Intrusive additions 

 



 Part C | Heritage Conservation Areas C1 | Paddington HCA 

2 January 2020 
Woollahra Development Control Plan 2015  C1 pg.18 

 

 

 

FIGURE 2B  Intrusive additions 
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FIGURE 3A  Non-intrusive development 
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FIGURE 3B  Non-intrusive development. Example of a courtyard housing addition with the same pitch, 
form and orientation as the principal building form. 
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The diagrams in Figures 1, 2A, 2B, 3A and 3B must be read in conjunction with relevant controls which 
set out detailed additional requirements. The diagrams do not show examples that reflect all the 
relevant controls. 

Measurement A: dimension must provide a usable courtyard and must comply with the controls 
and minimum requirements in Section C1.4.8 - Private open space, swimming pools, courtyards 

and landscaping - provided that a compliant rear building alignment can be achieved. 

Measurement B: dimension must provide an addition that is single storey, must be subsidiary in   
height to the may be equal to or lower than the ridge height of the principal building form (not 

including chimneys), and must not be able to be seen over the roof of the principal building. 

Measurement C: dimension must be a maximum of 1.5m internally. 

Measurement D: dimension must be a maximum of 2.4m or below the eaves of the principal 
building form, whichever is lower. 
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C1.4.3 Rear elevations, rear addit ions, s ignif icant outbui ld ings and yards  

There is a distinct visual contrast between the front and the rear of houses. 

In a typical Victorian terrace, the highly decorative front contrasts with the restrained and 

utilitarian finish at the rear. Traditional rear additions are smaller in scale than the main house, 

with simple forms punctuated with vertically proportioned window openings. The rear of the 

Victorian style double storey terrace is often characterised by a one or two storey structure, 

commonly under a single pitched or skillion roof which maintains a side breezeway. The simple 

pitched or skillion roof form on rear elevations is visible, unlike the front elevation roof which 

may be screened by a parapet. Street corner buildings sometimes employ a parapet to both front 

and side elevations. Frequently rear elevations are paired with a neighbouring property. 

There is a distinct typology of rear building forms within Paddington. Due to the elevated siting 

and topography of Paddington, many rear forms of buildings are highly visible.  

Some rear building forms survive in unaltered groups of houses and contribute significantly to the 

character of the heritage conservation area.  

An unaltered group is defined as a building or group of buildings that has retained its original 

form and character, there may be some minor changes to windows and doors or the loss of some 

original detail, but notwithstanding the original form and character of the group is generally 

retained. 

Traditionally the rear yard of 19th century housing was utilitarian in use and character, usually 

enclosed by a paling fence with a gate leading to a laneway. Many groups of houses such as 

terrace houses had a rear passageway for servicing outdoor rear yard brick toilet structures. 

The remaining ‘night soil passageways’ and rear yard outdoor toilet structures are a significant 

element in Paddington. Remnant stable structures are rare. 

Objectives 

O1  To retain the forms and character of traditional rear elevations of contributory buildings, 

particularly where they exist in unaltered groups. 

O2  To ensure that rear alterations and additions are of sympathetic design and construction. 

O3  To ensure that the distinctive shared characteristics of groups of contributory buildings are 

retained and enhanced. 

O4  To enable sympathetic contemporary design and use of contemporary materials in 

appropriate circumstances. 

O5  To ensure that significant outbuildings are retained and conserved. 
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FIGURE 8  Rear elevations 

 

Where a coherent group of 

rear elevations exist, any 

development should occur 

within the existing 

envelopes.  New 

development which ignores 

its context will not be 

permitted. 

 

FIGURE 9  Rear additions 

 

Rear extensions should respect the traditional hierarchy of scale and form. Greater freedom is permitted 

of the architectural treatment of ground floor extensions than for visible upper floor additions. 

Controls 

Rear additions 

C1  The height of an alteration and addition to the rear of a double storey or higher building 

must be below the gutter line of the main roof of the existing building. 

C2  Alterations and additions to a building which comprises one of a group must be designed 

with regard to the overall balance of the group in terms of height, alignment, form, scale, 

breezeway pattern and architectural character and detail. 

C3  The roof of an extension or the new roof for an existing component must be of traditional 

form appropriate to the building type.  
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C4 Roofs must be visible and not screened partly or wholly be features such as parapets.  The 

exception may be corner sites. Parapet roof forms may only be considered appropriate 

where it can be demonstrated that a parapet form is consistent with the bulk, scale and 

character of the existing building and group.  

C5  Alterations and additions at the rear of buildings must: 

a) not dominate or otherwise adversely compete with the form, height, proportions and 

the scale of that part of the building which is to be retained; 

b) not reproduce or match a building which in terms of its height, bulk, scale and detailing 

is inappropriate to the heritage character of the area; 

c) retain traditional solid to void ratios on elevations visible from the public domain; 

d) not employ large areas of glass on upper levels; 

e) be designed to minimise or avoid an adverse impact on neighbouring properties in                   

terms of overlooking, loss of sunlight and ventilation; 

f) not extend beyond the predominant rear building setbacks at any level of a group or 

row of buildings; and 

g) retain all original chimneys. 

C6  Building boundary to boundary on the ground floor level is permissible provided that: 

a) the development does not adversely affect the privacy, ventilation, light and the 

amenity of the adjoining properties; and 

b) the development does not disrupt an existing pattern of a group of 

unaltered contributory buildings. 

C7  Additions are not permitted where single or double storey rear skillion forms exist in 

an unaltered group. In such cases alterations are to occur within the existing building 

envelope. 

C8 Where significant original decorative internal elements exist outside of the principal 

building form they are generally to be retained.  

Unaltered groups 

C9  Unaltered groups with single storey rear wings must retain their single storey form. Single 

storey, pavilion courtyard housing style additions with attic rooms may be permitted, 

where the addition does not result in view loss of the main wing from the public domain.  

Contemporary design 

C10  Sympathetic contemporary design may be permitted at the rear where: 

a) intrusive fabric or fabric of low significance exists; 

b) the proposal will achieve an aesthetically cohesive relationship between new and                   

existing fabric; and 
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c) the proposal is consistent with the character of the site, the streetscape and the 

precinct in which it is contained. 

Significant structures and areas at the rear 

C11 If development is in the form of a dual occupancy, the additional controls for dual 

occupancies in Part B, Chapter B3 General Development Controls of this DCP also apply 

(refer to Section B3.8 Additional controls for development other than dwelling houses) . 

C12  Significant backyard toilet structures on rear laneways are to be retained in place if they 

are one of a group of at least two adjacent original toilets. 

C13  Significant 'night soil’ passageways are to be retained in place and interpreted without 

additional structures other than fencing. 

C14  Significant ancillary structures including stables, coach houses and wells in the rear yard 

are to be retained in place. 
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C1.5.8 Materials,  f in ishes and detai ls 

Buildings in Paddington were constructed from a distinct and limited range of materials. 
Similarly, there is a pronounced repetition of detailing in surface treatments and building 
components. 

Materials, finishes and detailing are two important elements which unite the area and contribute 
to Paddington’s character. The repetitive combination of materials and the manner in which they 
were used for specific parts of buildings also forms part of Paddington’s significant character. 

The use of modern day materials and contemporary design approaches can be successfully 
employed in Paddington provided the relevant aspects of context are respected. 

The table following the objectives and controls below sets out traditional external materials 
found within Paddington. It lists materials suitable for new development, alterations and 
additions. Additionally it lists materials which are intrusive elements, either by their very nature 
or if used in inappropriate situations. 

Objectives 

O1  To retain and conserve traditional materials, finishes and details. 

O2  To promote high quality design, materials, finishes and detailing which is appropriate to 
the architectural style, building type, and historic context. 

O3  To conserve original external finishes. 

Controls 

C1  Surviving original materials, finishes, textures and details on street front elevations are to 
be retained and conserved. 

C2  Original brickwork, sandstone, terracotta, glazed or tessellated tiling that is unpainted or 
unfinished by other mediums must not be rendered, bagged, painted or otherwise 
refinished in a manner inappropriate to the architectural style of the building. 

C3  Render must not be removed from the exterior face of buildings unless it is proposed to re-
render the surface immediately. Where original render has been removed from the exterior 
face of a building, new render must be applied and painted. Special consideration will be 
given to a building in a group. 

C4  New materials, finishes, textures and details on the principal building form and elevations 
visible from a public space, must be traditional and appropriate to the architectural style 
of the building. Intrusive materials are not permitted. 

 Table 8 below sets out traditional external materials found within Paddington and those 
materials permissible for new development, including alterations and additions. 
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C5  New external materials and details to additions must complement the architectural 
character of the existing building and minimise the apparent bulk of the addition. 

C6  Infill buildings must use materials, finishes, textures and details appropriate to the building 
type and style but should not replicate traditional details. 

 

FIGURE 28  Traditional cladding profiles 

 

1 Rusticated weatherboard 
2 Chamfered boarding 
3 Beaded boarding 
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TABLE 8  Materials and details 

Building component External building materials 

Roofs 

Traditionally  Natural slate such as Welsh slate and South Australian slate. 
Later Victorian or Edwardian terraces occasionally had 
traditional ornamental patterns which may have been in 
contrasting colours. 

 Corrugated galvanised iron in short lengths and associated 
details and fixings. 

 Unglazed terracotta tiles on Federation period buildings and 
post- Federation buildings.  

New roofs to existing 
buildings – replacement 
and additions (including 
pavilion courtyard 
housing additions and 
lofts over garages) 

 Galvanised corrugated steel with associated galvanized gutter 
details and fixings.  

 Pre-painted corrugated steel in light to mid grey tones, similar 
in appearance to traditional corrugated iron.  

 Traditional roof materials as outlined above.  

Intrusive roofs for 
existing buildings – 
replacement and 
additions 

 Concrete roof tiles. 

 Metal roofing sheets or panels in inappropriate colours. 

 Non-traditional metal roof profiles. 

 Terracotta tiles on pre-Federation period buildings. 

 Glass (other than permitted in skylights). 

Walls 

Traditionally  Sandstone blocks for walls or as a base course to brick walls. 

 Timber weatherboards (depending on the building type). 
The profiles vary depending on the construction date. 

 Brick, which was usually rendered in Victorian era buildings and 
was often inscribed with ashlar coursing. 

 Face brickwork on Edwardian and late Federation style 
buildings. The associated details may include tuck pointing on 
the principal elevation and areas of roughcast render. 

 Corrugated galvanised iron, zinc coated corrugated steel ripple 
iron and weatherboards on sides of dormer windows and 
outbuildings.  
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Building component External building materials 

New walls to additions  Traditional wall materials including sandstone blocks, timber 
weatherboard or brick. 

 Corrugated galvanised iron, zinc coated corrugated steel ripple 
iron for small expanses only. Must be in appropriate colours and 
subject to low reflectivity. 

 Rendered brick, with or without inscribed ashlar coursing where 
appropriate. 

 Fibrous cement sheeting with a rendered and painted finish – 
for rear additions but only if window reveals of minimum 
100mm external depth are achieved. 

Intrusive walls for 
existing buildings and 
additions 

 Stripped sandstock brickwork. 

 Circular pattern render (mock Spanish) 

 Glazed walls and glass bricks. 

 Metal wall cladding. 

 Metal mesh or perforated metal screens. 

Windows 

Traditionally  Timber framed, double hung sash windows, plain or multi-paned 
windows. 

 Plain glass, traditional patterned or coloured glass in some 
building types.  

New windows to existing 
building (replacement 
and additions) 

 Timber frames. 

 Steel frames on rear ground floor only. 

 Metal frames for ground floor shops and commercial premises 
where appropriate. 

 Plain clear glass. 

 Coloured and patterned glass for replacement in appropriate 
situations. 

 Fine metal frames in neutral tones. 



C1 | Paddington HCA  Part C | Heritage Conservation Areas 

 2 January 2020 
 C1 pg.118 Woollahra Development Control Plan 2015 

Building component External building materials 

Intrusive windows  Metal frames (including steel) to the principal building form and 
original secondary wings.  

 Window walls. 

 Bubble glass. 

 Glass blocks. 

 Timber or metal frames not reflecting traditional proportions. 

 Roller shutter security and sunscreen windows. 

 Horizontally sliding windows. 

 Aluminium framed windows in the front elevation and at the 
upper levels at the rear. 

Doors 

Traditionally  Timber solid core; principal doors are often panelled; utilitarian 
doors are often ledged and braced. 

 Etched or frosted glass in the top panels of late Victorian style 
doors and small coloured glass panes in Federation style doors.  

New doors to existing 
building (replacement 
and additions) 

 Solid core framed timber panelled doors to match original doors 
are required for reconstruction work. 

 Solid core timber framed, glazed timber-framed doors, glazed 
steel frame in appropriate locations. 

Intrusive doors  Fully glazed doors to the street front elevation of residential 
properties. 

 Hollow core and timber doors with detail and panels 
inappropriate to the architectural style of the building. 

 Roller shutter doors to residential houses, retail and commercial 
premises. 

Shutters 

  Traditionally detailed timber louvred shutters are applicable for 
windows and French doors on some building types. 

Verandahs 

Traditionally  Floors of stone flagging, marble, unglazed multi-coloured 
tessellated tiles. 

 Slate, timber and sandstone edging. 

 Cast iron posts of a flat profile or circular in section, cast iron 
friezes.  

 Timber posts and associated timber details for early Victorian 
buildings and Federation period buildings.  
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Building component External building materials 

New verandahs – 
reconstruction 

 Traditional materials for reconstruction. 

 Materials similar to traditional materials but without elaborate 
detailing. 

Intrusive verandahs  Pebble-crete, modern concrete, large form modern tiles for 
original building types. 

 Polycarbonate or similar type material roofs. 

 Glass roofs to street elevations. 

Balconies 

Traditionally   Corrugated iron or slate roofs where appropriate to the style of 
the building. 

 Timber for floors and timber framing for the underside of 
verandah roofs. 

 Cast iron friezes and balustrade panels with iron or timber 
handrails for Victorian period buildings. 

 Timber balustrades for early Victorian buildings and Federation 
period buildings.  

New balconies – 
reconstruction 

 As with traditional materials for reconstruction on original 
building types or with modern-day equivalents. 

 Masonry and metal, other than perforated metal or mesh 
screens. 

 Reuse of salvaged cast iron friezes and balustrade panels with 
iron or timber handrails. 

Intrusive balcony 
materials 

 Smooth, textured or profiled face brick and exposed cement 
blocks. 

 Corrugated and other profiled metal sheeting. 

 Wire fencing. 

 Fibrous cement sheeting. 

 Glass balustrading. 

 Perforated metal or mesh screens. 
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Building component External building materials 

Fences 

Traditionally  Occasionally rendered masonry with inscribed ashlar coursing. 

 Timber post, rail and paling. 

 Iron palisade, on sandstone or rendered bases. 

 Timber pickets. 

 Brick and timber fences or brick with iron inserts on Federation 
period buildings. 

New fences – additions  As with traditional fences but with consideration to building 
style and context. 

 Appropriate traditional materials for reinstatement of fences on 
original building types.  

 Contemporary interpretation of traditional fence details and 
materials such as iron palisade and timber. 

Intrusive fences  Smooth, textured or profiled face brick, exposed cement blocks, 
Ti Tree (brush), colourbond or sheet metal fences. 

 Full height brick fences. 

 Materials and forms that are inappropriate to the style of 
the building. 

Materials and details for infill development are provided in Table 2 in C1.3.13 – Infill 
development. 
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